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Connection Cables - Sensor and Signal

M8 A-coded Cable to Pigtail &
s ST
Features y
* Industry-standard axial and right-angle M8 « PVC (polyvinyl chloride) jacketed cable
screw-lock connectors with open leads for general use and chemical washdown
« Cables listed can be used with patch cables applications, ex. food & beverage industry
« 1.5m [4.9 ft], 2m [6.5 ft], 5m [16.4 ft], . PUR.(po.Iyurethane)jacketed cable for
7m [23 ft], and 10m [32.8 t] cable lengths applications with exposure to oil and
dynamic applications requiring more
flexibility

« PP (polypropylene) wire insulation for low
temperature applications

M8 A-coded Cable to Pigtail

Dimensions

umb CaZIe Dimensions
Part Number Price urgf “ Connector J?/Iﬁirzt/ Jg g,’git A ‘ 8 ‘ € 1 t ®B .
Wires Insulation . m Axial female

Material [ft]
CD08-0A-020-A1 $11.00 Axial female Gray 32 | 10 - 2
CD08-0A-020-C1 $11.00 Right-angle female 25 | 10 | 20 |[6.9]

- PVC/PVC «—— A L
CD08-0A-050-A1 $14.00 Axial female 32 |10 | - 4TW T
CD08-0A-050-C1 $14.00 Right-angle female 25 | 10 | 20 -
CD08-0C-050-A1-A $14.00 Axial female PUR/PP | Black | 32 | 10 | - [ g 4 ME
CD08-0C-050-C1 $14.50 Right-angle female | PUR/PVC 25 | 10 | 20 7 o
CD08-0C-050-C1-A $14.00 Right-angle female | PUR/PP 25 | 10 | 20 o8 — Axial male
CD08-0A-070-A1 $18.00 Axial female 2010 - | 7
, PVC/PVC | Gray
CD08-0A-070-C1 $18.00 Right-angle female 25 | 10 | 20 | [23]
7000-08001-0200200 | $9.50 Axial male PUR/PVC 39 | 10| -
7000-08001-0300200 | $10.00 Axial male PUR/PP 39 | 10 | -
7000-08021-0200200 | $9.50 Right-angle male | PUR/PVC 25 | 10 | 26 [6?5]
7000-08021-0300200 | $10.00 Right-angle male | PUR/PP 25 | 10 | 26
7000-08001-0300500 | $11.00 Axial male PUR/PP 39 | 10 | -
7000-08021-0200500 | $10.50 Right-angle male | PUR/PVC | Yellow | 25 10 | 26 5
7000-08021-0300500 | $11.00 ] Right-angle male | PUR/PP 25 | 10 | 26 |[164]
7000-08001-0201000 | $18.50 Axial male PUR/PVC 39 | 10| -
7000-08001-0301000 | $19.00 Axial male PUR/PP 39 10| - | 10
7000-08021-0201000 | $18.50 Right-angle male | PUR/PVC 25 | 10 | 26 |[32.8]
7000-08021-0301000 | $19.00 Right-angle male | PUR/PP 25 | 10 | 26
7000-08001-2100200 | $7.50 Axial male 39010 - | 2
7000-08021-2100200 | $7.50 Right-angle male 25 | 10 | 26 | [6.9] Right-angle female
7000-08001-2100500 | $8.75 Axial male 9,10 - | 5
, PVC/PVC | Gray

7000-08021-2100500 | $8.75 Right-angle male 25 | 10 | 26 |[164]
7000-08001-2101000 | $14.00 Axial male 39 110 | - | 10
7000-08021-2101000 | $14.00 Right-angle male 25 | 10 | 26 |[32.8]
7000-08041-0300200 | $10.00 Axial female PUR/PP 32 | 10| -
7000-08081-0200200 | $9.00 Right-angle female | PUR/PVC 25 | 10 | 20 [6?5]
7000-08081-0300200 | $10.00 Right-angle female | PUR/PP 25 10 | 20
7000-08041-0300500 | $11.00 Axial female PUR/PP 32010 | -
7000-08081-0200500 | $10.50 Right-angle female | PUR/PVC 25 | 10 | 20 0 g 4
7000-08081-0300500 | $11.00 Right-angle female | PUR/PP 25 | 10 | 20

Continued on next page.

Right-angle male

See our website: www.AutomationDirect.com
for complete engineering drawings.
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Connection Cables - Sensor and Signal

M8 A-coded Cable to Pigtail (continued)

M8 A-coded Cable to Pigtail

- Cable Dimensions
Part Number Price qu Connector J?:sklzta/m,’f ‘Igg;ﬁ A ‘ B ‘ ¢ ’:
ires Material mm [t
7000-08041-0200700 | $14.00 Axial female PUR/PVC 210 | -
7000-08041-0300700 | $15.00 Axial female PUR/PP Vellow 2010 | - | 7
7000-08081-0200700 | $14.00 3 Right-angle female PURIPVC 25 | 10 | 20 |[22.9]
7000-08081-0300700 $15.00 Right-angle female PUR/PP 25 10 | 20
7000-08041-2100500 | $8.75 Axial female 3201 | - | 5
- PVC/PVC Gray
7000-08081-2100500 | $8.75 Right-angle female 25 | 10 | 20 |[164]
7000-08061-0310200 | $10.00 Axial female PUR/PP 32 |10 | -
7000-08101-0210200 | $9.75 Right-angle female | PUR-PVC/PVC 25 | 10 | 20 [6?5]
7000-08101-0310200 | $10.00 Right-angle female PUR/PP 25 | 10 | 20
7000-08061-0210500 | $12.00 Axial female PUR-PVC/PVC 32 10 | -
7000-08061-0310500 | $13.00 Axial female PUR/PP 2010 | - | 5
7000-08101-0210500 | $12.50 Right-angle female | PUR-PVC/PVC 25 | 10 | 20 |[164]
7000-08101-0310500 | $14.00 Right-angle female PUR/PP 25 | 10 | 20
7000-08061-0211000 | $19.00 Axial female PUR-PVC/PVC 32 |10 | -
7000-08061-0311000 $20.00 Axial female PUR/PP 32 | 10 - 10
7000-08101-0211000 | $19.50 Right-angle female | PUR-PVC/PVC 25 | 10 | 20 |[32.8]
7000-08101-0311000 | $20.00 Right-angle female PUR/PP 25 | 10 | 20
CD08-0G-020-A1 $11.50 Axial female 2010 | - | 2
CD08-0W-020-C1 $11.50 Right-angle female 25 | 10 | 20 |[6.9]
CD08-0G-050-A1 $14.00 Axial female Black 2010 | - | 5
CD08-0W-050-C1 $14.00 Right-angle female 25 | 10 | 20 |[164]
CD08-0G-100-A1 $18.00 Axial female 32010 | - | 10
CD08-0W-100-C1 $18.00 Right-angle female — 25 | 10 | 20 |[32.8]
7000-08061-2110200 | $8.75 Axial female 201 | - | 2
7000-08101-2110200 | $8.75 Right-angle female 25 | 10 | 20 |[6.9]
7000-08061-2110500 | $10.50 Axial female Gray 2010 | - | 5
7000-08101-2110500 | $10.50 Right-angle female 25 | 10 | 20 |[164]
7000-08061-2111000 | $14.50 Axial female 32010 | - | 10
7000-08101-2111000 | $14.50 Right-angle female 25 | 10 | 20 |[328]
7000-08941-6950150 | $10.50 Axial female 34110 | - | 15
7000-08951-6950150 | $10.50 Right-angle female 28 | 10 | 21 | [49]
7000-08941-6950500 | $19.00 Axial female 3|10 | - | 5
5 , PUR/PP Black
7000-08951-6950500 | $19.50 Right-angle female 28 | 10 | 21 |[164]
7000-08941-6951000 $30.50 Axial female 34 | 10 - 10
7000-08951-6951000 | $31.50 Right-angle female 28 | 10 | 21 |[328]
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Dimensions

Axial female

Right-angle female

See our website: www.AutomationDirect.com
for complete engineering drawings.
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Connection Cables - Sensor and Signal

M8 A-coded Cable to Pigtail Specifications

Model CD08 Series 7000 Series

Type 3-Wire, 3-Pole 4-Wire, 4-Pole 3-Wire, 3-Pole ‘ 4-Wire, 4-Pole 5-Wire, 5-Pole
Max Voltage 50VAC / 60VDC 30 VAC/VDC
Max Voltage - UL Rating N/A 30 VAC/VDC

Max Current Per Contact 4A 3A
Protection Degree IP65 / IP66K / IP67 P67

Nut Material

Male threads are nickel plated brass; female threads are nickel plated die cast zinc

Cable Jacket/Wire Insulation Material

PUR-PVC/PVC, PVC/PVC, PUR/IPVC, or PUR/PP PUR/PP

Contacts Material

Copper Alloy

Tightening Torque

<04 N'm[<0.34 ft-Ib]

Conductors Cross Section

0.25 mm? [24AWG]

@ Outer Cable For PUR/PVC or PVC/PVC or
PUR-PVC/PVC

3-Wire 4.5 mm [0.18 in] / 4-Wire 4.8 mm [0.19 in]

@ Outer Cable For PUR/PP

3-Wire 4.1 mm [0.16 in] / 4-Wire 4.5 mm [0.18 in] ‘ 5- Wire 4.7 mm [0.19 in]

Temperature Range - Stationary Use

PUR-PVC/PVC, PVC/PVC and PUR/PVC -30 to 80°C [-22 to 176°F]; PUR/PP -40 to 80°C [-40 to 176°F]

Temperature Range - Flexible Use

PUR-PVC/PVC, PVC/PVC and PUR/PVC -5 to 80C [23 to 176F];  PUR/PP -25 to 80°C [-13 to 176°F]

Min Bend Radius

Stationary use: 5 x cable diameter;
Flexible use: 10 x cable diameter

Approvals*

‘ cURus

CE, cCSAus cULus, CE, UKCA, cCSAus

*To obtain the most current agency approval information, see the Agency Compliance & Certifications Checklist section on the specific part number’s web page.

Contact Diagrams

31

4 2
4@02 O O
O O
O O 321
3N 5

Male 3-Wire, 3-Pole Female 3-Wire, 3-Pole

Female 4-Wire, 4-Pole Female 5-Wire, 5-Pole

Wiring Diagrams

Contact No. 3-Wire, 3-Pole Cable lead colors Contact No. 4-Wire, 4-Pole Cable lead colors
©) —  ——=Brown T
0 9 P
® t—J—Blue | e
® Blue
@ /I Black @ | Black
Contact No. 5-Wire, 5-Pole Cable lead colors
i — Brown
\ White
3 1 Blue
4 7 Black
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Connection Cables - Sensor and Signal
M12 A-coded Cable to Pigtail

Features

* Industry standard axial and right-angle M12

screw-lock connectors with open leads

* Cables listed can be used with patch cables

* 2m [6.5 ft], 3m [9.8 ft], 5m [16.4 ft],

7m [22.9ft], 10m [32.8 ft] and 15m [49.2 ft]

cable lengths

M12 A-coded Cable to Pigtail

 PVC (polyvinyl chloride) jacketed cable

for general use and chemical washdown

applications, ex. food & beverage industry

* PUR (polyurethane) jacketed cable for
applications with exposure to oil and dynamic
applications requiring more flexibility

* PP (polypropylene) wire insulation for low
temperature applications

* TPE (thermoplastic elastomer) wire insulation
for applications requiring high flexibility

Dimensions
Cable A B c L
Part Number Price N:,’é:f::r Connector ‘Iflfsk:gm;e Jgg;{;’ ‘ ‘ n
Material mm [
CD12M-0B-050-A1* $14.00 Axial female 38 | 15| -
, PVCIPVC
CD12M-0B-050-C1* $14.00 Right-angle female 39 | 15 | 28
CD12M-0D-050-A1-A* | $16.00 Axial female PUR/PP Black | 38 | 15 | -
CD12M-0D-050-C1* $16.50 Right-angle female PUR/PVC 39 15 | 28
CD12M-0D-050-C1-A* | $16.00 3 Right-angle female PUR/PP 39 | 15 | 28 5
7000-12181-2130500* | $8.75 Axial female 38 | 15 | - |[164]
- PVC/PVC Gray
7000-12321-2130500* | $8.75 Right-angle female 39 | 15 | 28
7000-12181-0330500* | $13.00 Axial female PUR/PP 38 | 15| -
7000-12321-0230500* | $11.50 Right-angle female | PUR-PVC/PVC 39 | 15 | 28
7000-12321-0330500* | $13.00 Right-angle female PUR/PP 39 | 15 | 28
CD12L-0B-020-A0 $11.00 Axial female 38 15 - 2
CD12L-0B-020-C0 $11.00 Right-angle female 39 | 15 | 28 |[6.9]
: PVC/IPVC | Gray
CD12M-0B-070-A1 $18.00 Axial female 38|15 - | 7
CD12M-0B-070-C1 $18.00 Right-angle female 39 | 15 | 28 |[22.9]
7000-12221-0340200 $10.00 Axial female PUR/PP 38 | 15| -
7000-12341-0240200 $9.00 Right-angle female | PUR-PVC/PVC 39 | 15 | 28 [6?5]
7000-12341-0340200 $10.00 Right-angle female PUR/PP 39 | 15 | 28
7000-12221-0340700 $18.00 Axial female PUR/PP 38 | 15| -
7000-12341-0240700 $18.00 Right-angle female | PUR-PVC/PVC 39 | 15 | 28 [227_9]
7000-12341-0340700 $18.00 Right-angle female PUR/PP 39 | 15 | 28
7000-12221-0241000 $20.50 A Axial female PUR-PVC/PVC 38 | 15| -
7000-12221-0341000 $22.00 Axial female PUR/PP 3815 - | 10
7000-12341-0241000 $20.50 Right-angle female | PUR-PVC/PVC 39 | 15 | 29 |[32.8]
7000-12341-0341000 $22.00 Right-angle female PUR/PP 39 | 15 | 29
7000-12221-0241500 $27.50 Axial female PUR-PVC/PVC 38 | 15| -
7000-12221-0341500 $30.00 Axial female PUR/PP 3815 - | 15
7000-12341-0241500 $27.50 Right-angle female | PUR-PVC/PVC 39 | 15 | 29 |[49.2]
7000-12341-0341500 $30.00 Right-angle female PUR/PP 39 | 15 | 29
7000-12221-2141000 $21.00 Axial female 3815 - | 10
7000-12341-2141000 $21.00 Right-angle female 39 | 15 | 29 |[328]
- PVC/PVC Gray
7000-12221-2141500 $27.00 Axial female 38 | 15 - 15
7000-12341-2141500 $27.00 Right-angle female 39 | 15 | 29 |[49.2]

* Note: Do not use with sensors that require 4-wires cables.
Continued on next page.
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Dimensions

Axial female

Right-angle female

See our website: www.AutomationDirect.com
for complete engineering drawings.
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M12 A-coded Cable to Pigtail (continued)

M12 A-coded Cable to Pigtail

For the latest prices, please check AutomationDirect.com.

Cable Dimensions
Part Number Price N "a}il;g; of Connector J‘;’:ﬁg%{f "ggllgit A ‘ B ‘ ¢ ’;

Material mm [f]
7000-12241-0250300 $14.00 Axial female PUR-PVC/PVC 38 | 15 | -
7000-12241-0350300 $14.00 Axial female PUR/PP 38 | 15| - [;8]
7000-12361-0350300 $14.00 Right-angle female PUR/PP 39 | 15 | 28
7000-12241-0250500 $18.00 Axial female PUR-PVC/PVC 38 15 -
7000-12241-0350500 $18.00 Axial female PUR/PP 38| 15| - | 5
7000-12361-0250500 $18.00 Right-angle female | PUR-PVC/PVC Yellow 39 | 15 | 28 |[164]
7000-12361-0350500 $18.00 Right-angle female PUR/PP 39 | 15 | 28
7000-12241-0251000 $26.50 Axial female PUR-PVC/PVC 38 |15 -
7000-12241-0351000 $28.00 5 Axial female PUR/PP 38| 15 - | 10
7000-12361-0251000 $26.50 Right-angle female | PUR-PVC/PVC 39 | 15 | 28 |[328]
7000-12361-0351000 $28.00 Right-angle female PUR/PP 39 | 15 | 28
7000-12241-2150300 $12.50 Axial female B8 15 - | 3
7000-12361-2150300 $12.50 Right-angle female 39 | 15 | 28 |[98]
7000-12241-2150500 $17.50 Axial female 38| 15| - | 5

, PVC/PVC

7000-12361-2150500 $17.50 Right-angle female 39 | 15 | 28 |[164]
7000-12241-2151000 $25.00 Axial female 8|15 - | 10
7000-12361-2151000 $25.00 Right-angle female 39 | 15 | 28 |[328]
7000-17041-2920300 $28.00 Axial female 45| 15 | - | 3
7000-17061-2920300 $28.00 Right-angle female 39 | 15 | 32 | [98]
7000-17041-2920500 $36.50 Axial female Gray 45| 15 | - | 5
7000-17061-2920500 $36.50 Right-angle female 39 | 15 | 32 |[164]
7000-17041-2921000 $55.00 Axial female 445 | 15 - 10
7000-17061-2921000 $55.00 o Right-angle female PURIPP 39 | 15 | 32 |[328]
7000-17041-2950300 $29.50 Axial female 445 | 15 - 3
7000-17061-2950300 $29.50 Right-angle female 39 | 15 | 32 |[98]
7000-17041-2950500 $37.00 Axial female 45|15 | - | 5
7000-17061-2950500 $37.00 Right-angle female 39 | 15 | 32 |[164]
7000-17041-2951000 $58.00 Axial female 45| 15 | - | 10
7000-17061-2951000 $58.00 Right-angle female 39 | 15 | 32 |[328]
7000-19041-7050300 $47.00 Axial female PUR/PP 435 15 | - | 3
7000-19061-7050300 $47.00 Right-angle female PUR/TPE 39 | 15 | 32 |[98]
7000-19041-7050500 $56.00 " Axial female PUR/PP Black 435 15 | - | 5
7000-19061-7050500 $56.00 Right-angle female PUR/TPE 39 | 15 | 32 |[164]
7000-19041-7051000 $83.00 Axial female PUR/PP 435015 | - | 10
7000-19061-7051000 $83.00 Right-angle female PUR/TPE 39 | 15 | 32 |[32.8]

Dimensions

Axial female

www.automationdirect.com

See our website: www.AutomationDirect.com
for complete engineering drawings.
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Connection Cables - Sensor and Signal
___ M12A-coded Cable to Pigtail Specifications

Model CD12 Series 7000 Series

Type 3-Wire, 5-Pole ‘ 4-Wire, 5-Pole | 3-Wire, 5-Pole ‘ 4-Wire, 5-Pole 5-Wire, 5-Pole 8-Wire, 8-Pole ‘ 12-Wire, 12-Pole

Max Voltage 250 VAC/VDC 125 VAC/VDC 30 VAC/VDC

Max Voltage - UL Rating N/A - not UL recognized 30 VAC/VDC

Max Current Per Contact 4A 2A ‘ 15A

Protection Degree IP65 / IP66K / IP67

Nut Material Female threads are nickel plated die cast zinc

Cable Jacket/Wire Insulation Material PURIPP or PVC/PVC PVCIPVC or PURIPP or PURIPVC PUR/PP gy

Contacts Material Copper Alloy

Tightening Torque <0.6 N'm[<0.44 ft-Ib]

. 0.25 mm? 0.14 mm?
Conductors Cross Section 0.34 mm? [22AWG] [24AWG] [26AWG]
PVC/PVC PVC/PVC PVC/PVC

@ Outer Cable For PUR/PVC or PVC/PVC . .| 4.6 mm[0.181in]| 5.0 mm[0.20 in]| 5.2 mm [0.20 in]

or PUR-PVC/PVC 46mm [0.18in]| 5.0mm [0:20in}| " pyripyc | PURIPVCIPVC | PUR-PVCIPVC NIA
49mm[0.19in]| 52 mm[0.20 in] | 5.9 mm [0.23 in]

@ Outer Cable For PUR/PP or PUR/TPE 4.1 mm [0.16 in] N/A 41 mm[0.16in] | 4.5mm[0.18in] | 4.8 mm[0.19in] | 5.8 mm [0.23 in] ‘ 6.0 mm [0.24 in]

PUR/PP -40 to 80°C [-40 to 176°F],
PUR/PVC or PVC/PVC -30 to 80°C [-22 to 176°F]

PUR/PP -25 to 80°C [-13 to 176°F];
PVC/PVC or PUR/PVC -5 to 80°C [23 to 176°F]

Stationary use: 5 x cable diameter;
Flexible use: 10 x cable diameter

CE, cCSAus cULus, UKCA, cCSAus
*To obtain the most current agency approval information, see the Agency Compliance & Certifications Checklist section on the specific part number’s web page.

Contact Diagrams

PUR/PP -40 to 80C [-40 to 176F]
PURI/TPE -25 to 80C [-13 to 176F]

PUR/PP and PUR/TPE
-251080°C [-13 to 176°F]

Temperature Range - Stationary Use

Temperature Range - Flexible Use

Min Bend Radius

Approvals*

3 4 3 4 o
050 76058
QOQ 310 O O/ 7
2 1 2\

1 \O 80O/
Not AR
Used

Female 3-Wire, 5-Pole

Used

Female 4-Wire, 5-Pole

Female 5-Wire, 5-Pole | Female 8-Wire, 8-Pole | Female 12-Wire, 12-Pole

Wiring Diagrams

Contact No. 3-Wire, 5-Pole Cable lead colors Contact No. 5-Wire, 5-Pole Cable lead colors
|—I . / \ Brown
N @ Brown & White
ot Used [N l I ] l
® —+—— Blue © T Blue
® Black ® \ Black
Not Used {s}f U ® Grn/Yel
- 8-Wire, 8-Pole
Contact No. 4-Wire, 5-Pole Cable lead colors !
” Contact No. (7000-xxXXX-292XXXX) Cable lead colors
I—I ® White
@ / \ Brown @ ’/ \‘ Brown
O——f— ———— White ® — Green
® — Blue @ Yellow
@ Black ® [ | Gra
Not Used 35— | \} ® — Pinlx
@ Blue
I ) S— m AN
Contact No. 12-Wire, 12-Pole Cable lead colors .
® ! Brown 8-Wire, 8-Pole
N[ LI - Blue Gontact No. (7000-xxxxx-295xxXX) Cable lead colors
% — (Pi.reken —‘_‘_ B
I T Ll rown
® = Yellow 2 /\ White
@ = Black ® - Blue
7 Grey @ —t Black
A4 Red ® —F—Gray
|—| Violet ® 7~ Pink
@ Grey / Pink ® \ Violet
® Red/ Blue |_| Orange
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Connection Cables - Sensor and Signal
Shielded M12 A-coded Cable to Pigtail

Features

* Industry standard axial and right-angle M12 « PVC (polyvinyl chloride) jacketed cable
screw-lock connectors with open leads for general use and chemical wash-down

« Braided shield located inside the cord jacket applications, ex. food & beverage industry
and connected to the coupling nut  PUR (polyurethane) jacketed cable for

« 5m [16.4 ft] and 10m [32.8 ft] cable lengths applications with exposure to oil and dynamic

applications requiring more flexibility

Shielded M12 A-coded Cable to Pigtail

Cable Dimensions

Part Number Price Z"Wieg; Connector J?:sklz;/%;e .Ig:ll‘r;t a ‘ e ‘ ¢ ’:

Material mm [t
7000-13201-3310500 $28.50 Axial female 435 | 15 - 5
7000-13261-3310500 $28.50 A Right-angle female 39 15 32 |[16.4]
7000-13201-3311000 $44.00 Axial female 435 15 - 10
7000-13261-3311000 $44.00 Right-angle female PUR-PVC/ 39 15 | 32 |[328]
7000-13221-3490500 $32.50 Axial female PVC 435 | 15 - 5
7000-13281-3490500 $32.50 5 Right-angle female 39 15 32 |[164]
7000-13221-3491000 $51.00 Axial female 435 | 15 - | 10
7000-13281-3491000 $51.00 Right-angle female Gray 39 15 | 32 |[328]
7000-17121-2910500 $50.00 Axial female 445 | 15 - 5
7000-17141-2910500 $50.00 Right-angle female 39 15 32 |[164]
7000-17121-2911000 $71.00 Axial female 445 | 15 - | 10
7000-17141-2911000 $73.00 8 Right-angle female PURIPP 39 15 | 32 |[328]
7000-17121-2940500 $50.00 Axial female 445 | 15 - 5
7000-17141-2940500 $50.00 Right-angle female 39 15 | 32 |[164]
7000-17121-2941000 $76.00 Axial female 445 | 15 - | 10
7000-17141-2941000 $76.00 Right-angle female 39 15 | 32 |[328]
Dimensions

Axial female

Right-angle female

See our website: www.AutomationDirect.com
for complete engineering drawings.
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Connection Cables - Sensor and Signal

e to Pigtail Specifications

Model 13201 13261 13221 13281 17121 17141
Type 4-Wire, 5-Pole 5-Wire, 5-Pole 8-Wire, 8-Pole

Max Voltage 60 VAC/VDC 30 VAC/VDC

Max Voltage - UL Rating 30 VAC/VDC

Max Current Per Contact 4A 2A
Protection Degree IP65 / IP66K / IP67

Nut Material Female threads are nickel plated die cast zinc

Cable Jacket/Wire Insulation PUR-PVC/PVC PUR/PP
Material

Contacts Material

Copper Alloy

Tightening Torque

0.6 N-m [0.44 ft-Ib]

Conductors Cross Section

0.34 mm? [22AWG]

0.25 mm? [24AWG]

@ Outer Cable

PUR-PVC/PVC 5.9 mm [0.23 in]

PUR/PP 7mm [0.28 in]

Temperature Range - Stationary Use

2510 85°C [-13 to 185°F] |

-40 to 80°C [-40 to 80°F]

Temperature Range - Flexible Use

-51070°C [23 10 158°F] |

-2510 80°C [-13 to 176°F]

Min Bend Radius

Stationary use: 5 x cable diameter;
Flexible use: 10 x cable diameter

Approvals*

CE, UKCA, cCSAUs |

cULus, UKCA, cCSAus

*To obtain the most current agency approval information, see the Agency Compliance & Certifications Checklist section on the specific part number’s web page.

Contact Diagrams

Used

Female 4-Wire, 5-Pole | Female 5-Wire, 5-Pole

Female 8-Wire, 8-Pole

Wiring Diagrams

Contact No. 3-Wire, 5-Pole Cable lead colors Contact No. 5-Wire, 5-Pole Cable lead colors
—I—'i ® / \ Brown
@ Brown @ = White
Not Used éx ,I I, Blue ® 1 1 Blue
® Black © (| Black
Not Used {;’-}f U ® \/ Grn/Yel
. 8-Wire, 8-Pole
Contact No. 4-Wire, 5-Pole Cable lead colors Contact No. (70000000291 XXXX) Cable lead colors
—I—Ii @ |_| N\ White
S [\ g S e
%__v | | — \é\{n ge % 1 T éellow
®f Black ® t\ ,: Pi':IX
Not Used :3: @ U Blue
Iy S 1 Red
Contact No. Cable lead colors .
o 12-Wire, 12-Pole Brown 8-Wire, 8-Pole
o) Blue Contact No. (7000-xxxxx-294XXXX) Cable lead colors
o) ~ White
7\ reen
3 =" Pink o~ LI 7 /\ White'
® =1 Yellow @ 1 6
@ — Black @ | Blue
= Grey ® — Black
[0} = Red © — Gray
\J Violet ® — Pink
O} Grey / Pink (G} U Violet
® Red / Blue Orange
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Connection Cables - Sensor and Signal
M12 A-coded Cable with LED Indication to Pigtail

Features

« Industry standard M12 right angle female plug
with open leads

« Cables can be used with patch cables

« 2m [6.5 ft], 5m [16.4 ft] and 10m [32.8 ft] cable
length

« LED indication for 10-36 VDC PNP sensors only

« PUR (polyurethane) jacketed cable for
applications with exposure to oil and dynamic
applications requiring more flexibility

M12 A-coded Cable with LED Indication to Pigtail
. . e
rt Number Price Length ql Connector LED Insulation
LA Material
EVC178* $14.00 | 2m[6.51t]
EVC179* $14.50 | 5m[16.4 1] 4 Right-angle female | Yes PUR
EVC180* $17.50 | 10m [32.8 ft]

*Note: LED for 10-36 VDC PNP devices only.
Do not use with NPN or analog output devices.
Do not use when white wire (Pin 2) is used for selection of a sensor function.
Do not use when emitter has check function.

M12 A-coded Cable with LED Indication to Pigtail Specifications

Operating Voltage 10-36 VDC
Max Voltage - UL Rating 36VDC
Max Current Per Contact 4A

white wire
Pin 2

Protection Degree

IP65 / IP67 / IP68 / IP69K

Nut Material

Nickel plated Brass

Cable Jacket Insulation Material Polyurethane (PUR)
Contacts Material Gold plated
Tightening Torque 0.6t0 1.5 N-m [0.44 ftIb to 1.1]
Conductors Cross Section 0.34 mm? [22AWG]

@ Outer Cable For PUR 4.3mm[0.17 in]

Temperature Range Stationary Use

-251t0 90°C [-13 to 194°F]

Temperature Range Flexible Use

-251t0 90°C [-13 to 194°F]

Min Bend Radius

Stationary use: 5 x cable diameter;
Flexible use: 10 x cable diameter

LED Current Loading

Brown wire LED: 1.7 mA
White and/or Black LED: 0.9 mA

10V input 36V input
Brown wire LED: 7.3 mA
White and/or Black LED: 4.7 mA

Switching Status LED

2 x Yellow

Function Display Power LED

1 x Green

Approvals *

cULus, CE, UKCA

*To obtain the most current agency approval information, see the Agency Compliance & Certifications Checklist

section on the specific part number’s web page.

UL Reference

EVC178 ADOAH043MSS0002H04
EVC179 ADOAH043MSS0005H04
EVC180 ADOAH043MSS0010H04

Note: Shown in UL file under Mini-series Female Cord Connectors using catalog number

www.automationdirect.com

Sensor Cables and Connectors

black wire
Pin4
Wiring
—— (+) BROWN
2 - (out) WHITE
BLACK
Ao vﬁx(wn c
3 (-) BLUE

Dimensions

mm [inches]

BLACKC4>
BLUE(

BROWNCL>
WHITEC2>
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Connection Cables - Sensor and Signal
M12 A-coded Female with LED Indication to Male Cables

Features

« Right-angle M12 female plug with LED indication on « PUR (polyurethane) jacketed cable for app
one end and axial male plug on the other end with exposure to oil and dynamic applicati

<03 m [0.98 ft], 0.6 m [1.97 ft], Tm [3.28 ft], 2m [6.5 ft], requiring more flexibility

5m [16.4 ft], and 10m [32.8 ft] cable lengths
« LED indication for 10-36 VDC PNP sensors only

M12 A-coded Female with LED Indication to Male Cables

Number Cable
Part Number Price Length of Connectors LED | Jacket
Wires Material
EVC322* $14.00 | 0.3 m[0.98 ft]
EVC323* $15.50 | 0.6 m[1.97 fi]
EVC324* $16.00| 1m([3.28 ft] _ ) black wire
4 Right-angle female, axial male Yes PUR Pin4

EVC325* $18.00| 2m([6.5ff
EVC326* $2150 | 5m[16.4ft] W| ri n g
EVC327* $26.50 | 10m [32.8 ft]
*Note: LED for 10-36 VDC PNP devices only. 1 (+)BROWN

Do not use with NPN or analog output devices. 2) (oUut)WHITE

Do not use when white wire (Pin 2) is used for selection of a sensor function. <

Do not use when emitter has check function. 4) \ 2\ (out)BLACK

M12 A-coded Female with LED Indication to Male Cables 3 (—)BLUE
pecifications
Operating Voltage 10-36 VDC
Max Voltage - UL Rating 36VDC 2 <1
Max Current Per Contact 4A
Protection Degree IP65 / 1P67 / IP68 / IPGIK 3 4
Nut Material Nickel plated Brass Not
Cable Jacket Insulation Material Polyurethane (PUR)
Used Used
Contacts Material Gold plated
Tightening Torque 0.6t015N-m[0.41t0 1.1 ft-b] Dimensions
Conductors Cross Section 0.34 mm? [22AWG] mm [inches]
@ Outer Cable For PUR 4.3mm[0.17 in]
Temperature Range Stationary Use -25t0 90°C [-13 to 194°F] 37.9
Temperature Range - Flexible Use -25t0 90°C [-13 to 194°F] ooy
Min Bend Radius Statiqnary usg: 5 x cable d.iameter; #15.5
Flexible use: 10 x cable diameter [60.617
10V input 36V input
LED Current Loading Brown wire LED: 1.7 mA Brown wire LED: 7.3 mA
White and/or Black LED: 0.9 mA| White and/or Black LED: 4.7 mA i1
Switching Status LED 2 x Yellow (#0327
Function Display Power LED 1 x Green e Mz~
: 11.8

Approvals* cULus, CE, UKCA woell 2 [o%]Jq&

*To obtain the most current agency approval information, see the Agency Compliance & Certifications
Checklist section on the specific part number’s web page. U L REferen(:E

EVC322 VDOAH043MSS00.3H04STGH040MSS
EVC323 VDOAH043MSS00.6H04STGH040MSS
EVC324 VDOAH043MSS0001H04STGH040MSS
EVC325 VDOAH043MSS0002H04STGH040MSS
EVC326 VDOAH043MSS0005H04STGH040MSS
EVC327 VDOAH043MSS0010H04STGH040MSS
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Connection Cables - Sensor and Signal

M8 A-coded Male to Female Cables

Features
« Industry standard M8 screw-lock connectors » PVC (polyvinyl chloride) jacketed cable
« One male and one female connector for general use and chemical washdown

applications, ex. food & beverage industry

« Axial and right-angle connector models

« PUR (pol th jacketed cable f
* Tm [3.28 ft] and 3m [9.84 ft] cable lengths (polyurethane) jacketed cable for

applications with exposure to oil and dynamic
applications requiring more flexibility

« PP (polypropylene) wire insulation for low
temperature applications

M8 A-Coded Male to Female Cables

| Number Cable Jacket/ | .. Dimensions

Part Number Price wqf Connectors Wire Insulation | "\t | A ‘ B ‘ c ‘ D L

ires Material mm m [ft]
CDP08-0A-010-AA $11.00 Axial male, axial female 39 32 10 - 3.28]
CDP08-0A-010-BB $11.00 Right-angle male, right-angle female PVCIPVC Gray 26 20 10 25
CDP08-0A-030-AA $12.50 Axial male, axial female 39 32 10 il 19.84]
CDP08-0A-030-BB $11.00 Right-angle male, right-angle female 26 20 10 25
7000-88001-0200100 | $10.50 Axial male, axial female PUR/IPVC 39 32 10 -
7000-88001-0300100 | $11.00 3 Axial male, axial female PUR/PP 39 32 10 -, 3.28]
7000-88081-0200100 | $9.75 Right-angle male, right-angle female PUR/PVC 26 20 10 25
7000-88081-0300100 | $11.00 Right-angle male, right-angle female PUR/PP Yellow | 26 20 10 25
7000-88001-0300300 | $13.00 Axial male, axial female PUR/PP 39 32 10 -
7000-88081-0200300 | $12.00 Right-angle male, right-angle female PUR/PVC 26 20 10 25
7000-88081-0300300 | $13.00 Right-angle male, right-angle female PUR/PP 26 20 10 25
Dimensions

2 Axial - 1 male to 1 female 2 Right-angle - 1 male to 1 female

— D > | — />

r>%
o

e

See our website: www.AutomationDirect.com for complete engineering drawings.
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Connection Cables - Sensor and Signal

Model CDP08 Series 7000 Series

Type 3-Wire, 3-Pole 3-Wire, 3-Pole

Max Voltage 50VAC / 60VDC

Max Voltage - UL Rating 30 VAC/VDC

Max Current 4A

Protection Degree IP65 / IP66K / IP67

Nut Material Nickel plated Zinc

Cable Jacket/Wire Insulation Material PVC/PVC ‘ PUR/PVC or PUR/PP
Contacts Material Copper Alloy

Tightening Torque <04 N'm[<0.34 ft-Ib]

Conductors Cross Section 0.25 mm? [24AWG]

@ Outer Cable For PUR/PVC or PVC/PVC 4.5mm [0.18in]

@ Outer Cable For PUR/PP N/A ‘ 4.1 mm [0.16 in]
Temperature Range - Stationary Use PUR/PP -40to 80°C [-40 to 176°F], PVC/PVC or PUR/PVC -25 to 80°C [-13 to 176°F]
Temperature Range - Flexible Use PUR/PP -251t0 80°C [-13 to 176°F], PVC/PVC or PUR/PVC -5C to 80°C [23 to 176°F]
Min Bend Radius e e gt

Approvals* CE, cCSAus ‘ cULus, CE, UKCA, cCSAus

*To obtain the most current agency approval information, see the Agency Compliance & Certifications Checklist section on the specific part number’s web page.

Contact Diagram Wiring Diagram
Male Female Contact No. Cable lead colors
4 ©) Brown
® ( ) Blue
3 1 @ ——————Black

3-Wire, 3 Pole
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Connection Cables - Sensor and Signal

M12 A-coded Male to Female Cables

Features

* Industry standard M12 screw-lock connectors » PVC (polyvinyl chloride) jacketed cable
« One male and one female connector for general use and chemical washdown

« Axial and right-angle connector models
» Tm [3.28 ft] and 3m [9.84 ft] cable lengths

/

a

I

applications, ex. food & beverage industry

* PUR (polyurethane) jacketed cable for
applications with exposure to oil and
dynamic applications requiring more
flexibility

* PP (polypropylene) wire insulation for low
temperature applications

M12 A-coded Male to Female Cables

Number Cable Jacket/ | ... Dimensions
Part Number Price of Connectors Wire Insulation A ‘ B ‘ c ‘ D L
Wires Material s
mm m [ft]
CDP12-0B-010-AA $11.00 Axial male, axial female 41 38 15 - |, B3]
CDP12-0B-010-BB $11.00 Right-angle male, right-angle female PVC/PVC G 31 28 15 39 '
ra
CDP12-0B-030-AA $11.00 Axial male, axial female Y 41 38 15 ~ 1, 0.4]
CDP12-0B-030-BB $12.50 Right-angle male, right-angle female 31 28 15 39 '
7000-40021-0240100 | $9.75 4 Axial male, axial female PUR-PVC/PVC 41 38 15 -
7000-40021-0340100 | $10.00 Axial male, axial female PUR/PP 41 38 15 - [1[3.3]
7000-40261-0340100 | $13.00 Right-angle male, right-angle female PUR/PP 31 28 15 39
7000-40021-0340300 | $14.00 Axial male, axial female PUR/PP Yellow 41 38 15 -
7000-40261-0340300 | $16.00 Right-angle male, right-angle female PUR/PP 31 28 15 39
7000-40041-0350100 | $17.00 Axial male, axial female PUR/PP 41 38 15 -
7000-40041-0350300 | $21.00 5 Axial male, axial female PUR/PP 41 38 15 -
7000-40041-2150100 | $16.50 Axial male, axial female 41 38 15 - | 1[3.3]
- - PUR/PVC Gray
7000-40041-2150300 | $20.50 Axial male, axial female 41 38 15 - 13[9.8]

Dimensions

2 Axial - 1 male to 1 female

i A -
—®C

ﬁA—TiLﬁFT—B—W < D P L />

2 Right-angle - 1 male to 1 female

]

I v

@C

See our website: www.AutomationDirect.com for complete engineering drawings.
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Connection Cables - Sensor and Signal

Model CDP12 Series 7000 Series

Type 4-Wire, 5-Pole 4-\Wire, 5-Pole 5-Wire, 5-Pole
Max Voltage 250 VAC/VDC 125 VAC/VDC
Max Voltage - UL Rating 30 VAC/VDC

Max Current 4A

Protection Degree IP65 / IP66K / IP67 IP67
Nut Material Femal hreads ar kel it decas zinc

Jacket/Wire Insulation Material PVC/PVC PVC/PVC or PUR-PVC/PVC or PUR/PP or PUR/PVC
Contacts Material Copper Alloy

Tightening Torque < 0.6 N'm [ 0.44 ftIbs]

Conductors Cross Section 0.34 mm? [22AWG]

oﬁr(;):l‘lltgpcvaé)le For PUR-PVC/PVC or PUR/PVC 5.0 mm [0.20 in] 5.2 mm [0.20in] PUFI’RVE\//PC\%VSC.:ZSr}? r;n{rgé%ﬁ] in]
@ Outer Cable For PUR/PP N/A 4.5mm[0.18 in] 4.8 mm[0.19in]

Temperature Range - Stationary Use

PUR/PP -40 to 80°C [-40 to 176°F],

PVC/PVC or PUR-PVC/PVC -25 to 80°C [-13 to 176°F]

Temperature Range - Flexible Use

PUR/PP -25 to 80°C [-13 to 176°F],

PVC/PVC or PUR/PVC -5 to 80°C [23 to 176°F]

Min Bend Radius

Stationary use: 5 x cable diameter;
Flexible use: 10 x cable diameter

Approvals*

CE, cCSAus

\ cULus, CE, UKCA, cCSAus

*To obtain the most current agency approval information, see the Agency Compliance & Certifications Checklist section on the specific part number’s web page.

Contact Diagrams
Male

Female

4-Wire, 5-Pole
Wiring Diagrams

Contact No.

-

® -

Cable lead colors

Brown
White
Blue
Black

Male Female
4 3 3
090
O
O O
1IN 2 21
5-Wire, 5-Pole
Contact No. Cable lead colors

—

Brown

White

[

! Blue

~N——

Black
Grn/Yel

4-Wire, 5-Pole

www.automationdirect.com

5-Wire, 5-Pole
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Connection Cables - Sensor and Signal
M8 A-coded Cables to Pigtail - IP69K

Features
« Industry standard axial and right-angle M8 « 316L stainless steel coupling nut
connectors with open leads « EPDM O-ring

* Available in 2m [6.56 ft], 5m [16.4 ft], and « PVC (polyvinyl chloride) jacketed cable
10m [32.81] cable lengths for general use and chemical washdown

« IP69K rating, suitable for food and beverage applications, ex. food & beverage industry
industrial applications

M8 A-coded Cables to Pigtail - IP69K

Cable .

Part . Number Jacket Length Drawing
Price : Connectors Jacket 5
Number of Wires Material Color m [ft] Link
EVT421 $12.50 2 [6.56] PDF
EVT422 $16.50 Axial female 5[16.4] PDF
EVT423 $22.50 10 [32.81] PDF
4 PVC Orange

EVT424 $12.50 2[6.56] PDF
EVT425 $16.50 Right-angle female 5[16.4] PDF
EVT426 $22.50 10[32.81] PDF

M8 A-coded Male to Female Cables - IP69K

Features
* Industry standard M8 screw-lock « 316L stainless steel coupling nut
connectors « EPDM O-ring
« Axial and right-angle connector models « PVC (polyviny! chloride) jacketed cable
« 0.6 m [1.97 ft], Tm [3.28], 2m [6.56] and for general use and chemical washdown
5m [16.4] cable lengths applications, ex. food & beverage industry

« IP69K rating, suitable for food and
beverage industrial applications

M8 A-coded Male to Female Cables - IP69K

(Euro, Micro DC-Single Key)

Cable .

Part . Number Jacket Length Drawing
Price q Connectors Jacket .
Number of Wires Material Color m [ft] Link
EVT428 $19.00 0.6[1.97] PDF
EVT429 $20.50 . . 1[3.28] PDF
Axial male to axial female
EVT430 $25.00 2[6.56] PDF
EVT431 $28.00 5[16.4] PDF
4 PvVC Orange

EVT433 $19.00 0.6 [1.97] PDF
EVI4d $20.50 Axial male to right-angle female 113.28] ERE
EVT435 $25.00 g 9 2 [6.56] PDF
EVT436 $28.00 5[16.4] PDF
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Connection Cables - Sensor and Signal

Type 4-Wire, 4-Pole Part Number UL Catalog Number
Max Voltage 50VAC / 60VDC T ADOGFO40VA p—
Max Current Per Contact 3A OGFO40VAS0002E0
. EVT422 ADOGF040VAS0005E04
Protection Degree IP65 / IP67 / 1P68 / IP69K
T 316L stain - EVT423 ADOGF040VAS0010E04
ut Materia stainiess stee EVT424 ADOAF040VAS0002E04
Cable Jacket Material Polyvinyl chloride (PVC) EVT425 ADOAFO040VASO005E04
Contacts Material Gold plated EVT426 ADOAFO040VAS0010E04
Tightening Torque 0-3t00.5N'm[0.210 0.3 Ib-f EVT428 VDOGF040VAS00.6E04STGFO40VAS
Conductors Cross Section 0.34mm? [22AWG] EVT429 VDOGF040VAS0001E04STGF040VAS
@ Outer Cable 4.9 mm [0.19 in] EVT430 VDOGF040VAS0002E04STGF040VAS
Temperature Range - Stationary Use -25 10 80°C [-13 to 176°F] EVT431 VDOGF040VAS0005E04STGF040VAS
Temperature Range - Flexible Use 510 80°C [41 to 176°F] EVT433 VDOAF040VAS00.6E04STGF040VAS
Min Bend Radius Sgicleti;iglaewllj:esg; g ))(( g:tt:lf gifﬂ:tt:rr; EVT434 VDOAF040VAS0001E04STGF040VAS
. EVT435 VDOAF040VAS0002E04STGF040VAS
*
Approvals cULus, CE, UKCA EVT436 VDOAF040VASQ005E04STGFO40VAS

* To obtain the most current agency approval information, see the Agency Compliance & Certifications

Checklist section on the specific part number’s web page.

Contact Diagrams

4 BLK 2 \WHT

Female 4-Wire, 4-Pole

Wiring Diagram

2 \WHT

o0
3BLU \© ©)1BRN 1BRN 3BLU

Male 4-Wire, 4-Pole

4 BLK

Contact No. Cable Lead Colors
© = White
®=EL ‘\ Il — Blue
@ — Black

www.automationdirect.com

M8 Cables Mounting Instructions

Align connector pins with cable socket.
The arrow indicates the correct position.

For applications in harsh
environments, tighten the
coupling nut with a 9mm
wrench to a torque range
from 0.3 - 0.5 N-m.

To remove, press the
connector against the
sensor and loosen the
coupling nut.
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Connection Cables - Sensor and Signal
M12 A-coded Cables to Pigtail -1IP69K

Features
« Industry standard axial and right-angle M12 » 316L stainless steel coupling nut
or 1/2" micro connectors with open leads « EPDM o-ring

* 5m [16.4 ft] and 10m [32.8 ft] cable lengths

« PVC (polyvinyl chloride) jacket for food and
« IP69K rated for food and beverage industrial beverage industrial applications
applications w— a

M12 A-coded Cables to Pigtail - IP69K

(Euro, Micro DC-Single Key)

Cable .
Part 5 Number Jacket Length Drawing
Price 7 Connector LED Jacket g
Number of Wires Material Color m [ft] Link
M12 Quick-Disconnects V“'
EVT221 $16.00 Axial female 5[16.4] PDF & o =
EVT222 | $16.00 Right-angle female ' PDF @
4 - No PVC Orange
EVT223 | $22.00 Axial female PDF

O
b

EVT224 | $22.00 Right-angle female 10828 5 /
Micro AC 1/2 Inch - 20UNF Cables =3

1/2” Quick-Disconnects

E18446 $26.50 Axial female " PDF
. 5[16.4]

E18447 $33.00 3 Right-angle female No PVC Yellow PDE
E18448 $26.50 Axial female 10328] PDF
E18449 $33.00 Right-angle female ' PDF
M12 A-coded Female to Male Cables - IP69K
Features

« Industry standard M12 screw-lock connectors « 316L stainless steel coupling nut

« Axial and right-angle connector models * EPDM o-ring

« 0.3m [0.98 ft], 0.6m [1.97 ft], Tm [3.3 ft], 2m « PVC (polyvinyl chloride) jacket for food and

[6.6 ft] and 5m [16.4 ft] cable lengths beverage industrial applications

« IP69K rating, suitable for food and beverage
industrial applications

M12 A-coded Female to Male Cables - IP69K

(Euro, Micro DC-Single Key)

Cable .
e | Pice | WUEr | comenors | acer |Gkl L | Ormwng
M12 Quick-Disconnect Patch Cables
EVT225 $20.00 Axial female to axial male 0.3[0.98] PDF
EVT226 | $21.00 Right-angle female to axial male PDF
EVT227 $21.50 Axial female to axial male 06 197] PDF
EVT228 | $23.00 Right-angle female to axial male PDE
EVT229 $26.00 Axial female to axial male PDF

4 - - PVC Orange 1[3.3]

EVT230 $20.00 Right-angle female to axial male PDE
EVT231 $21.00 Axial female to axial male 2066] PDF
EVT232 | $21.50 Right-angle female to axial male PDE
EVT233 $23.00 Axial female to axial male 5 16.4] PDF
EVT234 $26.00 Right-angle female to axial male PDE
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Connection Cables - Sensor and Signal

Specification M12 Quick-Disconnects 1/2” Quick-Disconnects M12 Quick-Disconnect Patch Cables
Type 4-Wire, 5-Pole 3-Wire, 3-Pole 4-Wire, 5-Pole

Max Voltage 250VAC / 300VDC 300 VAC/VDC 250VAC / 300VDC

Max Current Per Contact 4A

Protection Degree IP65 / IP67/ 1P68 / IP69K IP68 ‘ IP65 / P67/ IP68 / IP6IK

Nut Material 316L Stainless steel

Cable Jacket Material PolyVinyl Chloride (PVC)

Contacts Material Gold plated

Tightening Torque

0.6t0 1.5N:m [0.44 to 1.1 ft:Ib]

Conductors Cross Section

0.34 mm? [22AWG]

@ Outer Cable 4.9 mm [0.19 in]

4.5mm 49mm{[0.19in]

Temperature Range - Stationary Use -2510100°C [-13t0 212°F]

-10to 100°C [14 to 212°F] -2510 100°C [-13 to 212°F]

Temperature Range - Flexible Use 51t080°C [411t0 176°F]

510 80°C [411to 176°F] -510 100°C [-23 to 212°F]

Min Bend Radius

Stationary use: 5 x cable diameter;
Flexible use: 10 x cable diameter

Approvals* cULus, CE, UKCA

cULus, CE, UKCA

cULus, ‘

*To obtain the most current agency approval information, see the Agency Compliance & Certifications Checklist section on the specific part number’s web page.

Contact Diagrams M12 DC

EVT221, EVT222, EVT223, EVT224

1 Brown
D—
1 2 32 White

3 Blue
D—

4 3 4 Black

e ! 1 9
3 3 o 0
3 4 . . 4 3

Contact Diagram- 1/2" Micro AC

E18446, E18447, E18448, E18449

2 3 1 Green
2 Red/Black

Red/White

Uouyou
w

www.automationdirect.com

UL Reference

Z‘zc,tm o UL Catalog Number
EVT221 ADOGH040VAS0005E04
EVT222 ADOAH040VAS0005E04
EVT223 ADOGH040VAS0010E04
EVT224 ADOAH040VAS0010E04
EVT225 VDOGH040VAS00.3E04STGH040VAS
EVT226 VDOAH040VAS00.3E04STGH040VAS
EVT227 VDOGH040VAS00.6E04STGH040VAS
EVT228 VDOAH040VAS00.6E04STGH040VAS
EVT229 VDOGH040VAS0001E04STGH040VAS
EVT230 VDOAH040VAS0001E04STGHO40VAS
EVT231 VDOGH040VAS0002E04STGHO040VAS
EVT232 VDOAH040VAS0002E04STGHO40VAS
EVT233 VDOGH040VAS0005E04STGH040VAS
EVT234 VDOAH040VAS0005E04STGH040VAS
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IEMURR Connection Cables - Sensor and Signal

stay connected

FDA Compliant M12 A-coded Cable to Pigtail

Features
* Industry standard axial and right-angle M12 * IP69K rated to withstand high pressure, high \
connectors with open leads temperature wash-down applications
* 2m [6.5 ft], 3m [9.8 ft], 5m [16.4 ft], 7m [22.9 ft], » Food grade TPE-S (Styrene-Butadiene -
10m [32.8 ft], 15m [49.2 ft], 20m [65.6 ft] and Thermoplastic Elastomer) jacket for food and @
25m [82ft] cable lengths beverage industrial applications u
M12 A-Coded Cable to Pigtail §
umb JCagIet/ Dimensions
Part Number Price wgf “ Connector ?A‘;irz Jgglllr;,;t (mm [} 7024-12181-3150500
Wires Insulation Alsle L
Material (m [ft])
7024-12181-3150500 $19.50 3 5[16.4]
7024-12221-3210200 $16.00 21[6.5]
7024-12221-3210300 $18.50 3[9.8]
7024-12221-3210500 $20.50 5[16.4]
7024-12221-3210700 $25.00 4 71[22.9]
7024-12221-3211000 $29.50 10[32.8]
7024-12221-3211500 $37.50 15 [49.2]
7024-12221-3212000 $47.00 20 [65.6]
7024-12221-3212500 | $56.00 Axial female [13.%] [3.56] na | 25[82]
7024-12241-3390200 $20.50 2[6.5]
7024-12241-3390300 $22.00 3[9.8] 1024-12221-3210200
7024-12241-3390500 $25.00 5[16.4]
7024-12241-3390700 $29.50 5 71[22.9]
7024-12241-3391000 $34.50 10 [32.8]
7024-12241-3391500 $45.50 15 [49.2]
7024-12241-3392000 $55.00 20 [65.6]
7024-12241-3392500 $63.00 251[82]
TPE-S/PP | Ice blue
7024-12321-3150500 $19.50 3 5[16.4]
7024-12341-3210200 $16.00 2[6.5]
7024-12341-3210300 $18.50 31[9.8] \
7024-12341-3210500 $20.50 5[16.4]
7024-12341-3210700 $25.00 4 7[22.9]
7024-12341-3211000 $29.50 10[32.8]
7024-12341-3211500 $37.50 15[49.2] 7024:12341-3210200
7024-12341-3212000 $47.00 ) 20 [65.6]
7024-12341-3212500 | $56.00 Rightangle [1?16] [3.56] [??1] 25[82]
7024-12361-3390200 $20.50 21[6.5]
7024-12361-3390300 | $22.00 3[9.8] \
7024-12361-3390500 $25.00 5[16.4]
7024-12361-3390700 $29.50 5 7[22.9] 7 \
7024-12361-3391000 $34.50 10[32.8] Q &
7024-12361-3391500 | $45.50 15[49.2] \ :
7024-12361-3392000 $55.00 20 [65.6] "*—
7024-12361-3392500 $63.00 25[82] L

7024-12361-3390300
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Connection Cables - Sensor and Signal

Model 7024 Series

Type 3-Wire, 5-Pole 4-Wire, 5-Pole 5-Wire, 5-Pole
Max Voltage 250 VAC/VDC 125 VAC/VDC
Max Voltage - UL Rating 30 VAC/VDC

Max contact Per Contact 4A

Protection Degree IP65 / IP68 / IP69K

Nut Material Stainless steel

Cable Jacket/Wire Insulation Material TPE-S/PP

Contacts Material Copper-Tin alloy

Tightening Torque 0.6 N'-m [0.44 ft-Ib]

Conductors Cross Section 0.34 mm? [22AWG]

@ Outer Cable 4.3 mm [0.17 in] 4.7mm[0.18 in] ‘ 5.0 mm [0.20 in]
Temperature Range - Stationary Use -40 to 105°C [-40 to 221°F]

Temperature Range - Flexible Use -25 10 105°C [-13 to 221°F]

Min Bend Racius e e e g

Approvals* cULus

* To obtain the most current agency approval information, see the Agency Compliance & Certifications Checklist section on the specific part number’s web page.

Dimensions

o8 Axial Female

Contact Diagrams

Not

Ne
1

Female 3-Wire, 5-Pole | Female 4-Wire, 5-Pole

Female 5-Wire, 5-Pole

Wiring Diagrams

Black

Contact No. 3-Wire, 5-Pole Cable lead colors
o /\ Brown
ot Used (2
o— L1 e
®
ot Used ff

Contact No. 4-Wire, 5-Pole

Cable lead colors

/\ Brown

——— White
T

Blue

U Black

O}

o |

[©] T
Not Used @f
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Right-angle female

Contact No. 5-Wire, 5-Pole Cable lead colors
o —l_'i /\ Brown
@ White
® { } Blue
®— o Black
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IIMURR Connection Cables - Sensor and Signal

stay connected

FDA Compliant M12 A-Coded Male to Female Cables

Features

* Available patch cables include: + IP69K rating, suitable for food and beverage

« Industry standard M12 screw-lock connectors industrial applications

« One male and one female connector * TPE-S (Styrene-Butadiene Thermoplastic Elastomer )

. . jacket for food and beverage industrial applications
« Axial and right-angle connector models ) 9 PP

* Tm [3.2 ft], 3m [9.8 ft] and 5m [16.4 ft] cable lengths

M12 A-coded Male to Female Cables

(EUI’O, Micro DC-SIHQ'B KEV) 7024-40021-3210100
Cable Dimensions
Number Jacket/ T (mm [in])
Part Number Price of Connectors Wire Err
Wires Insulation Al 8 ¢l o t
Material (m [ft])
7024-40021-3210100 $23.50 1[3.2)
Axial male to 42 39 15
7024-40021-3210300 | $27.00 axial female (65 | (15 | [06] nfa | 3[9.8]
7024-40021-3210500 $30.50 . 5[16.4]
7024-40261-3210100 $26.00 1[3.2]
L 2 Right-angle maleto |  TPE-S 32 29 15 37
7024-40261-3210300 | $29.50 rightangle female | /PP | '%¢BIUe | o6y | 111y | [0.6] |[1.46)| 3108
7024-40261-3210500 $33.50 5[16.4]
7024-40041-3390100 | $27.00 1[3.2] 7024-40261-3210100
Axial male to 42 39 15
7024-40041-3390300 | $30.50 5 axial female (65 | 15 | [06] nfa | 3[9.8]
7024-40041-3390500 $33.50 5[16.4]

M12 A-coded Male to Female Cables Specifications

Model 7024 Series
Type 4-Wire, 5-Pole 5-Wire, 5-Pole
Max Voltage 250 VAC/VDC 125 VAC/VDC
Max Voltage - UL Rating 30 VAC/VDC
Max Current Per Contact 4A
Protection Degree IP65 / IP68 / IPGIK
Nut Material Stainless steel
Cable Jacket/Wire Insulation Material TPE-S/IPP
Contact Material Copper-Tin Alloy
Tightening Torque 0.6 N-m [0.44 ft-Ib]
Conductors Cross Section 0.34 mm?[22AWG]
@ Outer Cable 4.7 mm[0.18 in] 5.0 mm [0.20 in]
Temperature Range - Stationary Use -40 to 105°C [-40 to 221°F]
Temperature Range - Flexible Use -251t0 105°C [-13 to 221°F]
Min Bond Racius e o o et
Approvals* cULus

* To obtain the most current agency approval information, see the Agency Compliance & Certifications Checklist section on the
specific part number’s web page.
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Connection Cables - Sensor and Signal

Dimensions
y

y

pCc —

2 Axial - 1 male to female

— D ——»

(1)

Contact Diagrams

@C

Not
Used

55

2(0 0°0)4
N

-0 O O)|w

Male 4-Wire, 5-Pole

Female 4-Wire, 5-Pole

Male 5-Wire, 5-Pole

Female 5-Wire, 5-Pole

Wiring Diagrams

Contact No. 4-Wire, 5-Pole

[ L

Cable lead colors

.

(E)G)

—— White

Blue

OO

Not Used:3— |

 —
—
U Black

I S—
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stay connected

M8 and M12 Insulation Displacement

(IDC) Connectors

Features

For the latest prices, please check AutomationDirect.com.

« IDC (insulation displacement connection) allows quick termination without stripping conductors
« Various cable gauges and diameters accepted

* M8 and M12 connector types available

Field Wireable M8 Insulation Displacement (IDC) Connectors

Connection Cables - Sensor and Signal

Part Number Price 2’,"%;2; Connector Type Conductor Wire Housing Material Outside Cable 0
7000-08331-0000000 $12.50 3 )
Axial male, A-coded
7000-08351-0000000 $12.50 4 26 to 22 AWG Polyamide (PA) 25t05.1 mm
Olyamiae R
7000-08371-0000000 $12.50 3 . [0.14 t0 0.34 mm?] y [0.098 to 0.20 in]
Axial female, A-coded
7000-08391-0000000 $14.00 4

Field Wireable M12 Insulation Displacement (IDC) Connectors

Part Number Price gfuxgg; Connection Type Conductor Wire Housing Material Outside Cable 0
7000-12481-0000000 $10.50 Axial male, A-coded 24 to 20 AWG Thermoplastic polyester 4t05.1 mm
7000-12601-0000000 $12.00 Axial female, A-coded [0.25 to 0.5 mm?] elastomer (TPE- E) [0.157 0 0.20in]
7000-12491-0000000 $12.00 4 Axial male, A-coded 26 to 22 AWG Polyamide (PA) 29105.1 mm
7000-12611-0000000 $14.00 Axial female, A-coded [0.14 to 0.34 mm?] [0.114 t0 0.20 in]
7000-12561-0000000 $15.00 Right-angle male, A-coded 24 10 20 ANG Thermoplastic polyester 4105.1 mm
7000-12681-0000000 $16.50 Right-angle female, A-coded [0.25 to 0.5 mm?] elastomer (TPE- E) [0.157 t0 0.20in]
Shielded

7000-14521-0000000 $35.50 4 Axial male, D-coded 26 to 22 AWG Polypropylene (PP) 451088 mm
7000-14621-0000000 $41.00 Axial female, D-coded [0.14 0 0.34 mm?] [0.1810 0.351in]

M8 and M12 Insulation Displacement (IDC) Connector Specifications

Model M8 M12
Type 3-Vx‘ire, 3-Pole 4-Wire, 4-Pole 4-Wire, 5-Pole 4-Wire, 5-Pole
-coded A-coded A-coded D-coded
Outside Cable @ 25t05.1 mm 2.5t05.1 mm 2.9t05.1 mm 4t05.1 mm 4510 8.8 mm
Max Voltage 32 VAC/VDC 50 VAC/VDC
Max Current per Contact 4A
Temperature Range -2510 85°C [-13 to 185°F]
Protection Degree IP67 ‘ IP65 / IP67

Isolation Materials

(Recommended conductor insulation)
PVC/PPITPE PolyVinyl Chloride/Polypropylene/Thermoplastic Elastomer

PVC, PE (Polyvinyl
Chloride, Polyethylene)

. . 1.2t01.6 mm 1.0to 1.6 mm 12t01.6 mm 1.2t02.0 mm
SR U [0.047 to 0.063 in] [0.039 to 0.063 in] [0.047 to 0.063 in] [0.047 to 0.079 in]
Weight 0.030z[0.85q] 0.04 0z[1.13 g] 0.050z[1.42 q] ‘ 0.06 0z [1.7 g]

Approvals* cURus

* To obtain the most current agency approval information, see the Agency Compliance & Certifications Checklist section on the specific part number’s web page.

Contact Diagrams

4 2 4 Not
2 4 4 O 2 Used
1 33 1 o O 1 3 1
1 3 3 1 |Not Not
Used Used
Male Female Male Female Male Female Male Female
3-Wire, 3-Pole 3-Wire, 3-Pole | 4-Wire, 4-Pole 4-Wire, 4-Pole 4-Wire, 5-Pole 4-Wire, 5-Pole 4-Wire, 5-Pole 4-Wire 5-Pole
(M8) A-coded (M8) A-coded (M8) A-coded (M8) A-coded (M12) A-coded (M12) A-coded (M12) D-coded (M12) D-coded
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Field Wireable Connectors

M8 IDC Connectors Dimensions and Wiring

Wiring Diagrams

3-Wire, 3-Pole Male Connector 4-Wire, 4-Pole Male Connector

CONNECTION FOR:

[ @ 1! FLEXIBLE CONDUCTOR BROWN — 1
: } 11
|3 B—— 3| FLEXIBLE CONDUCTOR BLUE }2 B2l
I | 33|
l4 4

[ B 4 FLEXIBLE CONDUCTOR BLACK 1 .

LEGEND
CONNECTION FOR: B MALE PIN ON CONNECTOR
FLEXIBLE CONDUCTOR BROWN O FEMALE PIN ON CONNECTOR
FLEXIBLE CONDUCTOR WHITE ( FIELD CONNECTION TERMINAL
FLEXIBLE CONDUCTOR BLUE

FLEXIBLE CONDUCTOR BLACK

L
L1
HALE B CDNQNUEICCTKIDN MALE M8  QUICK
TECHNIQUE CONNECTION
TFCHNTQUF
3-Wire, 3-Pole Female Connector 4-Wire, 4-Pole Female Connector
- CONNECTION FOR: CONNECTION FOR:
r o1 T T T T
| 10— 1 FLEXIBLE CONDUCTOR BROWN |1 O———— 1 FLEXIBLE CONDUCTOR BROWN

[ | leo—
| 30— 3| FLEXIBLE CONDUCTOR BLUE \
[ \ 30—

|
2 | FLEXIBLE CONDUCTOR WHITE

3 } FLEXIBLE CONDUCTOR BLUE

I'4 O— 4 | FLEXIBLE CONDUCTOR BLACK 40—~ 4 | FLEXIBLE CONDUCTOR BLACK
I | L - ]
FEMALE M8 QUICK FEMALE M8 QUICK
CONNECTION CONNECTION
TECHNIQUE TECHNIQUE
Dimensions
mm [inches]
7000-08331-0000000 7000-08351-0000000
40,8
[1.61] ?lofﬂa
SW 9 ; | !
5 e % S —] 5115
—] _ — [60.45]

. - i 2115
A - [$0.45]

7000-08371-0000000

42.5
[1e67/]
| !

4@ %% = 211.8
= ] [90.46]
3 M8><1/ — [
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7000-08391-0000000

42,5
[167]

S B
EAE 111 #1118

/UEQ{LEL—UE) Lw0.46]

%

M8X1
SCHEMATIC DTAGRAM
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Field Wireable Connectors

M12 IDC Connectors Dimensions and Wiring

Wiring Diagrams

4-Wire, 5-Pole Female Connector

CONNECTION FORs

- 1
[ 1O—— 1 | FLEXIBLE CONDUCTOR BROWN

}8 O—— 2 | FLEXIBLE CONDUCTOR WHITE
30—+ 3 } FLEXIBLE CONDUCTOR BLUE
4 O———— 4 | FLEXIBLE CONDUCTOR BLACK
|
FEMALE Mi2 QUICK
CONNECTION
TFCHNTRUF

Dimensions

mm [inches]

7000-12481-0000000

4-Wire, 5-Pole Male Connector LEGEND

CONNECTION FOR:
— -
|l m—( 1 ; FLEXIBLE CONDUCTOR BROWN
}2 B—— 2! FLEXIBLE CONDUCTOR WHITE

B MALE PIN ON CONNECTOR
T O FEMALE PIN ON CONNECTOR
( FIELD CONNECTION TERMINAL

‘3 e 3! FLEXIBLE CONDUCTOR BLUE
|4 Bm——— 4| FLEXIBLE CONDUCTOR BLACK

|

MALE M12 QUICK
CONNECTION
TECHNIQUE

7000-12601-0000000

Ml X1

7000-12611-0000000

%

P15

3
[(20.60]

f

i)

7000-14521-0000000

370 __|
[1.46]

7000-14621-0000000

51.4
[2.02] '
MI12X1.0 ?

[48.5]
®19.5 1.91

@18. —

. [0.178]? [0.77]
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stay connected

M12 Field Wireable Screw Connectors

Features

« IP67 rated once properly assembled
« Various cable gauges and diameters accepted
« Plastic housings with good resistance against chemicals and oils

Field Wireable M12 Screw Connectors

For the latest prices, please check AutomationDirect.com.

Field Wireable Connectors

Part Number Price | Number of Wires Connection Type Conductor Wire Housing Material Outside Cable 0
7000-12701-0000000 $9.75 4 ,
Axial male, A-coded

7000-12721-0000000 $12.00 5 406 mm
7000-12901-0000000 $9.75 4 ) [0.157 to 0.236 in]

Axial female, A-coded
7000-12921-0000000 $12.00 5
7000-12741-0000000 $9.75 4 Axial male. Acoded BANG —

Xi , A- olyamide

7000-12761-0000000 $12.00 5 [0.75 mm?] max (PA) 6to 8 mm .
7000-12941-0000000 $9.75 4 ) [0.236 t0 0.315 in]

Axial female, A-coded
7000-12961-0000000 $12.00 5
7000-12821-0000000 $9.75 4 Right-angle male, A-coded 4106 mm
7000-12981-0000000 $9.75 , [0.157 t0 0.236 in]

Right-angle female, A-coded
7000-13041-0000000 $12.00 5
7000-17301-0000000 $27.00 Axial male, A-coded
7000-17311-0000000 | $27.00 . Right-angle male, A-coded 20AWG SR [0_25(;?080’_“3% il
7000-17321-0000000 $27.00 Axial female, A-coded [0.5 mm?] max
7000-17331-0000000 $27.00 Right-angle female, A-coded
Shielded
7000-14581-0000000 $29.50 4 Right-angle male, D-coded
, 18AWG
7000-13321-0000000 $25.00 5 Axial male, A-coded [0.75 mm?] max cuzn 608 mm
7000-13361-0000000 $32.50 Right-angle male, A-coded Nickel Plated [0.236 t0 0.315in]
7000-17341-0000000 | $32.50 8 Axial male, A-coded 20ANG
[0.5 mm? max

12 Field Wireable Screw Connectors Specifications
Type 4-Wire, 5-Pole 5-Wire, 5-Pole 4-Wire, 5-Pole 5-Wire, 5-Pole 8-Wire, 8-Pole
Outer Cable @ 4to 6 mm [0.157 to 0.236 in] 6to 8 mm [0.236 to 0.315in]
Max Voltage 250 VAC/VDC ‘ 60 VAC/VDC 250 VAC/VDC 60 VAC/VDC 30 VAC/VDC
Max Current Per Contact 4A 2A
Protection Degree P67
Temperature Range -2510 85°C [13 to 185°F]
Wire Diameter max 18AWG [0.75 mm?] max 20AWG [0.5mm?]
Weight 0.050z[1.42 q] 0.06 0z [1.7 g]
Approvals* cURus

*To obtain the most current agency approval information, see the Agency Compliance & Certifications Checklist section on the specific part number’s web page.

Contact Diagrams

4 3| 4 3.3 43 4 5 3

5 6 4 4 6

0 7 3| 3 0 0%

O _0O o O O
12 | N g 2 12500 |y 2 oso/ | 1~4=2
Not Not D 2 Not
Used Used Used

Male Male Female Female Male Female Male

4-Wire, 5-Pole | 5-Wire, 5-Pole | 4-Wire, 5-Pole 5-Wire, 5-Pole 8-Wire, 8-Pole 8-Wire, 8-Pole 4-Wire, 5-Pole
(M12) A-Coded | (M12) A-Coded | (M12) A-coded | (M12) A-coded (M12) A-coded (M12) A-coded (M12) D-coded
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Field Wireable Connectors

M12 Screw Connectors Dimensions and Wiring

Wiring Diagrams

LEGEND

Screw Connection Technique

B MALE PIN ON CONNECTOR
O FEMALE PIN ON CONNECTOR
( FIELD CONNECTION TERMINAL

5-Wire, 5-Pole

—— o
[l 1] \10—(?‘ ,TO—CTl
‘2I—( 2 leo———<2! 2 o—<2|
cm——— 3 o0 <3| 30— <aj
im——C 4 lig 4 lao— (4!
| [ ! |

LOo———<3]
4-Wire, 5-Pole

Dimensions

mm [inches]

7000-12701-0000000
60.0
[2.36]

f
[®@%0709] {EEHEE 1 E 8%18

MI2X1—

7000-12901-0000000

54.0
M12X1 ‘ [2.13]
@éoo f
[¢0.79) 8%18
7000-12741-0000000
60.0
[2.36]
7000-12941-0000000
54.0
M12X1 (2131
/\ QEAO‘O \F W !
& e e
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8-Wire, 8-Pole
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7000-12921-0000000

354.0
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Field Wireable Connectors

M12 Screw Connectors Dimensions and Wiring

Dimensions

mm [inches]

7000-12821-0000000 7000-12981-0000000 7000-13041-0000000

320.0
20.2
[0.75] (20,797
M12X1 M@Xl\
I 350
41.0 [1.387 j:@
[1.61]
' 62.0
[2.44]
B —= SWIB t=—
i
= r?ggw »20.0
[#0.79]
i 1
Ml
418
[1.65]
7000-17301-0000000
od.0
Hm | [2.36]
54.2 $20.0
[e. [#0.79]
$180 |
[20.71]
7000-17311-0000000 7000-17321-0000000

—

7000-17341-0000000

62.0 |
[2.44]
2 8

20,0
[®0.79]

Mie

[l
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T-Couplers

T-Couplers

Features

» Molded T-Couplers allow for various wire
splitting
« Standard M12 or M8 connections available

* Uses include splitting power to multiple
devices or bringing multiple device signals into
a wiring block

For the latest prices, please check AutomationDirect.com.

» Made of molded polyurethane

T-Couplers

Part Number Price Trunk Connection Number_ of Trunk Branch Connection Number 9’ Branch Drawing Link
Wires Wires
7000-41121-0000000 $18.50 4 PDF
7000-41141-0000000 $18.50 5 2 M12 female PDF
1 M12 male 5
7000-41181-0000000 $18.50 PDF
7000-41201-0000000 $18.50 4 2 M8 female 3 PDF

T-Couplers Specifications

Model 41121 41141 41181 41201

Type Trunk 5-Wire, 5-Pole Trunk 5-Wire, 5-Pole Trunk 5-Wi(e, 5-Pole Trunk 4-Wi|l'e, 4-Pole
Branch 4-Wire, 5-Pole Branch 5-Wire, 5-Pole Branch 4-Wire, 5-Pole Branch 3-Wire, 3-Pole

Max Voltage 60 VAC/VDC 50 VAC /60 VDC

Max Voltage - UL Rating 30 VAC/VDC

Max Current Per Contact 4A

Temperature Range -2510 85°C [13 to 185°F]

Protection Degree IP67

DL Femmzlfh:'g?;sd:rzriigll((i(lepllglztiegi:rg::t; zinc

Housing Material Polyurethane (PUR)

Tightening Torque <0.6 N'm[<0.44 ft-Ib]

Weight 0.06 0z [27.21 ¢] 0.050z[22.68 g]

Approvals* cULus

*To obtain the most current agency approval information, see the Agency Compliance & Certifications Checklist section on the specific part number’s web page.

Wiring Diagrams

7000-41121-0000000 7000-41141-0000000
; o o
3 ! !
N (N : 1} {1 !
2 <o e <o
|
| N e | !
M12 FEMALE | 3 - U3 | M12 FEMALE M12 FEMALE l 3 ) —(3 | M12 FEMALE
) I 2 e I
14{ Jz ! ‘4\I 1\4 |
o Py |
\Sf 5 : :Sf 5 |
: | | |
| |
| 1 2 3 4 5 | | 1 2 3 4 5 |
M12 MALE M12 MALE
7000-41181-0000000 7000-41201-0000000
3
: 1} {1 : IR R
| e | ! ‘
2)— 2 | |
: D —( : M8 FEMALE | 3 ) (3 ! M8 FEMALE
M12 FEMALE | 3 J— (3 | M12 FEMALE ; ( :
Y e 7 o
I A . e | 4
P ST I (s | f ~ |
| |
| |
| |
| 1 2 3 4 5 | L t2s3 4
””””””””””””””” M12 MALE

M12 MALE
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M8 A-coded Bulkhead Connector to Pigtail

Features

» Male M8 to open leads connectors

» Metal housings

M8 A-coded Bulkhead Connectors to Pigtail

Part Number Price Cable Length ")vf"a;g,gg Connector | Drawing Link
7000-08553-9700050 $11.00 3 PDE
0.5m[1.64 ft]
7000-08563-9690050 $12.00 4 PDE
Axial male
7000-08553-9700100 $12.00 3 PDE
1m[3.28 ft]
7000-08563-9690100 $12.50 4 PDE

M8 A-coded Bulkhead Connectors to Pigtail Specifications

Model 08553 08563
Type 3-Wire, 3-Pole 4-Wire, 4-Pole
Nominal Voltage 50VAC / 60VDC

Max Current Per Contact 4A

Protection Degree

IP67 in mated condition and tightened
NEMA 3, 4, 6P (UL50E)

Threaded Material

Nickel plated brass

Cable Jacket material

Polyurethane (PUR)

Contacts Material

Copper Alloy

Conductors Cross Section

0.25 mm? [24AWG]

Mounting Hole Diameter

8.2 mm; max mounting material thickness: 4.5 mm

Tightening Torque

< 0.4 N'm[=0.34 ft-Ib]

Temperature Range

-40 to 90°C [-40 to 194°F]

Approvals*

cURus

*To obtain the most current agency approval information, see the Agency Compliance &
Certifications Checklist section on the specific part number’s web page.

www.automationdirect.com

For the latest prices, please check AutomationDirect.com.

MS8 Bulkhead Connectors

Wiring Diagrams

3-Wire, 3-Pole
Contact No. Cable lead colors
® \{\ Brown
®) T Blue
(O] —————Black
Contact No. 4-Wire, 4-Pole Cable lead colors
g I— Brown
[} White
3 = Blue
0 /j Black

4

e
1 K’)3

Male 3-Wire, 3-Pole

Male 4-Wire, 4-Pole
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M12 A-coded Bulkhead Connectors

Features

» Male or female M12 to pigtail open leads
» Male M12 to female M12 connectors

« Metal housings 7000-42111-0000000 7231-13501-9710050 7231-13541-9710050
« IP67 rated
M12 A-coded Bulkhead Connectors
Part Number Price L‘ab;f [l;f]ngth Number of Wires Connector Drawing Link
7000-42111-0000000 $20.50 5 PDF
N/A Male to female
7000-48111-0000000 $27.00 8 PDF
7231-13501-9710050 $10.50 05 Male to leads PDF
7231-13541-9710050 $10.50 [1.64] A Female to leads PDF
7231-13501-9710100 $11.50 1 Male to leads PDF
7231-13541-9710100 $11.50 [3.28] Female to leads PDF
7231-13521-9720050 $11.50 05 Male to leads PDF
7231-13561-9720050 $11.50 [1.64] 5 Female to leads PDF
7231-13521-9720100 $12.50 1 Male to leads PDF
7231-13561-9720100 $12.50 [3.28] Female to leads PDF
7231-17161-9730050 $18.50 05 Male to leads PDF
7231-17181-9730050 $18.50 [1.64] 6 Female to leads PDF
7231-17161-9730100 $19.50 1 Male to leads PDF
7231-17181-9730100 $19.50 [3.28] Female to leads PDF
7000-17162-9730050 $17.50 6 PDF
7000-17162-9820050 $17.50 : 1%54] PDF
7000-19162-9790050 $26.00 12 PDF
Male to leads
7000-17162-9730100 $19.00 8 PDF
7000-17162-9820100 $19.00 [3_128] PDF
7000-19162-9790100 $27.00 12 PDF
M12 A-coded Bulk
Model 42111, 48111 13501, 13541 13521, 13561 | 17161, 17181, 17162 19162
Type 5-Wire, 5-Pole 8-Wire, 8-Pole 4-Wire, 5-Pole 5-Wire, 5-Pole 8-Wire, 8-Pole 12-Wire, 12-Pole
Max Voltage 60 VAC/VDC 30 VAC/VDC 250 VAC/VDC 125 VAC/VDC 30 VAC/VDC
Max Voltage - UL Rating 30 VAC/VDC 250 VAC/VDC 125 VAC/VDC 30 VAC/VDC
Max Current Per Contact 4A 2A 4A 2A ‘ 15A
Protection Degree IP65 / IP67 NEMA 3, 4, 6P (UL50E) IP67 in mated condition and tightened, NEMA 3, 4, 6P (UL50E)

Male threads are nickel plated brass;

UM Ee Y Female threads are nickel plated die cast zinc

Wire Insulation Material N/A \ PUR \ PP
Contacts Material Copper Alloy

Conductors Cross Section N/A ‘ 0.34 mm? [22AWG] ‘ 0.25 mm? [24AWG] ‘ 0.14mm?[26AWG]
Mounting Hole Diameter 16.1 mm; maximum mounting material thickness: 4.5 mm

Tightening Torque < 0.6 N'm[<0.44 ft-Ib]

Temperature Range -25t085°C [-13 to 185°F] -40 10 90°C [-40 to 194°F] ‘ 2510 85°C [-13 to 185°F]
Approvals * cULus UR

*To obtain the most current agency approval information, see the Agency Compliance & Certifications Checklist section on the specific part number’s web page.
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M12 Bulkhead Connectors

Contact Diagrams Wiring Diagrams
3 42111 Contact No. 4-Wire, 5-Pole Cable lead colors
3
O
2000 0/4 4 2 ® / Brown
‘ @) @ I ——— White
' ® I Blue
1 1 ® \ Black
Contact No. 5-Wire, 5-Pole Cable lead colors
@ Brown
® White
® Blue
@ Black
® \J Gy
All other models
Contact No. 8-Wire, 8-Pole (973 models) Cable lead colors
Not Not
Used — 2 e Wh
® % / \ Brol\}\?n
® Green
3 1 @ Yellow
® Gray
: SaS"
ue
4 4 Red
Male 4-Wire, 5-Pole | Female 4-Wire, 5-Pole

2 .
2 \ ‘ o Contact No. 8-Wire, 8-Pole (982 models) Cable lead colors
5
3 1 110003 —l_,— B
‘ o S\ N\ /e
® Blue
4 4 % glack
ray
; ; / Pink
Male 5-Wire, 5-Pole | Female 5-Wire, 5-Pole % _] V:glet
5 5 L/ Orange
6 4 4 6
oo
7 3 300 0]7
[NV 2 2 OO 1 Contact No. 12-Wire, 12-Pole (979 models)  Cable lead colors
. . ® Brown
Male 8-Wire, 8-Pole | Female 8-Wire, 8-Pol ® —l_l— \?\Hﬁ
1 % I/\\ Greleen
10,19 12 ® =" pink
8 ® | Yellow
2 @ T T Black
7 A
3 |—| \J Violet
5 (®} Grey / Pink
1 ) Red / Blue

Male 12-Wire, 12-Pole
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Industrial Ethernet Shielded M12 D-coded Cables

Features

* High flex industrial Ethernet shielded Cat5e cables

« Resistant to welding sparks
« Flame retardant, chemical resistant

Ethernet Shielded M12 D-coded Cables

 TPE (thermoplastic elastomer) wire insulation for
applications requiring high flexibility

» HDPE (High Density Polyethylene) wire insulation
for excellent insulation properties and abrasion
resistance

Cable Jacket/ Length .
Part Number Price t'ff"a;g,gg Connectors Wire Insulation Jg g Il:)ert o rz:’;("g .
Material m [ft] 7700-44511 series
7700-44511-S4U0060 | $27.50 06(1.9] | PDF
7700-44511-S4U0100 | $28.50 10[32] | PDF
7700-44511-S4U0300 | $35.50 30[9.8] | PDF
Axial male to
7700-44511-S4U0500 | $36.50 el ot 50[164]| PDF
7700-44511-S4U0750 | $44.50 75[246]| PDF
7700-44511-S4U1000 | $53.00 10(328]| PDF
7700-44511-S4U1500 | $71.00 15[49.2] | PDF 7700-44541 series
7700-44541-S4U0060 | $27.50 06(1.9] | PDF
7700-44541-S4U0100 | $28.50 1032] | PDE -
7700-44541-S4U0300 | $37.50 30[9.8] | PDF
Axial male to W

7700-44541-S4U0500 | $39.00 . 50[164]| PDF N

right-angle male . =
7700-44541-S4U0750 | $46.50 75[246]| PDF ‘
7700-44541-S4U1000 | $56.00 10[328] | PDF ‘& S

. Y i

7700-44541-S4U1500 $76.00 Thlgfmfplasﬂc 15[49.2] | PDF )
7700-44711-S4U0060 | $26.50 e 06[19] | PDE _
7700-44711-S4U0100 | $27.50 HighDensty | Teal | 10[32] | PDE 7700-44711 series
7700-44711-S4U0300 | $32.50 . PozyHe[g*;Vg)’“e 30[9.8] | PDF
7700-44711-S4U0500 | $36.50 Axial male to 50[164]| PDF

axial male RJ45
7700-44711-S4U0750 | $46.50 75[246]| PDF
7700-44711-S4U1000 | $55.00 10(32.8]| PDF
7700-44711-S4U1500 | $76.00 15[49.2] | PDF
7700-44761-S4U0060 | $26.50 06[1.9] | PDF
7700-44761-S4U0100 | $28.00 10[32] | PDF
7700-44761-S4U0300 | $33.50 _ 30[9.8] | PDF
7700-44761-S4U0500 | $38.00 Right-angle male to 50[164]| PDF

axial male RJ45
7700-44761-S4U0750 | $46.50 75[246]| PDF 7700-44851 series
7700-44761-S4U1000 | $53.00 10(32.8]| PDF
7700-44761-S4U1500 | $71.00 15[49.2] | PDF
7700-44851-S4U0050 | $26.50 05[1.6] | PDF

Female bulkhead to

7700-44851-S4U0060 | $28.00 o e 06[1.9] | PDF
7700-44851-S4U0100 | $28.00 10[32] | PDF
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https://cdn.automationdirect.com/static/drawings/7700-44541-S4U0100.pdf
http://www.automationdirect.com/pn/7700-44541-S4U0300
https://cdn.automationdirect.com/static/drawings/7700-44541-S4U0300.pdf
http://www.automationdirect.com/pn/7700-44541-S4U0500
https://cdn.automationdirect.com/static/drawings/7700-44541-S4U0500.pdf
http://www.automationdirect.com/pn/7700-44541-S4U0750
https://cdn.automationdirect.com/static/drawings/7700-44541-S4U0750.pdf
http://www.automationdirect.com/pn/7700-44541-S4U1000
https://cdn.automationdirect.com/static/drawings/7700-44541-S4U1000.pdf
http://www.automationdirect.com/pn/7700-44541-S4U1500
https://cdn.automationdirect.com/static/drawings/7700-44541-S4U1500.pdf
http://www.automationdirect.com/pn/7700-44711-S4U0060
https://cdn.automationdirect.com/static/drawings/7700-44711-S4U0060.pdf
http://www.automationdirect.com/pn/7700-44711-S4U0100
https://cdn.automationdirect.com/static/drawings/7700-44711-S4U0100.pdf
http://www.automationdirect.com/pn/7700-44711-S4U0300
https://cdn.automationdirect.com/static/drawings/7700-44711-S4U0300.pdf
http://www.automationdirect.com/pn/7700-44711-S4U0500
https://cdn.automationdirect.com/static/drawings/7700-44711-S4U0500.pdf
http://www.automationdirect.com/pn/7700-44711-S4U0750
https://cdn.automationdirect.com/static/drawings/7700-44711-S4U0750.pdf
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https://cdn.automationdirect.com/static/drawings/7700-44761-S4U0300.pdf
http://www.automationdirect.com/pn/7700-44761-S4U0500
https://cdn.automationdirect.com/static/drawings/7700-44761-S4U0500.pdf
http://www.automationdirect.com/pn/7700-44761-S4U0750
https://cdn.automationdirect.com/static/drawings/7700-44761-S4U0750.pdf
http://www.automationdirect.com/pn/7700-44761-S4U1000
https://cdn.automationdirect.com/static/drawings/7700-44761-S4U1000.pdf
http://www.automationdirect.com/pn/7700-44761-S4U1500
https://cdn.automationdirect.com/static/drawings/7700-44761-S4U1500.pdf
http://www.automationdirect.com/pn/7700-44851-S4U0050
https://cdn.automationdirect.com/static/drawings/7700-44851-S4U0050.pdf
http://www.automationdirect.com/pn/7700-44851-S4U0060
https://cdn.automationdirect.com/static/drawings/7700-44851-S4U0060.pdf
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Industrial Ethernet M12 D-coded Shielded Cables

ernet Shielded M12 D-coded Specifications

Model 44511 44541 44711 44761 44851
Type (M12) 4-Wire, 5-Pole; (RJ45) 4-Wire, 8-Pin
Max Voltage 60VDC
Max Voltage - UL Rating 60VDC 30VDC
Max Current Per Contact 4A (UL Rated to 1.5A) 4A 1.5A
. M12 P67 W12 IPe7,
Protection Degree IP65 / IP66K / IP67 RU45 IP20 Nema 3, 4, 6P (UL50E),
RJ45 IP20
Nut Material Nickel plated die cast zinc
Cable Jacket/Wire Insulation Material H-Ii—gr? rg;ﬂﬁitgof;zfgigﬁg (J-IFBEFZé)
Contacts Material Copper Alloy
Tightening Torque < 0.6 N'm[< 0.44 ft-Ib]
Conductors Cross Section 24[7T AWG
@ Outer Cable 6.6 mm [0.26in]
Min Bon Racus i i e g
Cable Temperature Range -40 to 80°C [-40 to 176°F]
Channel Transmission Length max 70m
Data Transmission Standard CAT5e ISO/IEC 11801 (Class D - 100 MBit/s)
Approvals* cULus

*To obtain the most current agency approval information, see the Agency Compliance & Certifications Checklist section on the specific part number’s web page.
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Industrial Ethernet Shielded RJ45 Cables

Features
« High flex industrial Ethernet shielded * TPE (thermoplastic elastomer) jacket for
Cat5e cables typical industrial applications
* Resistant to welding sparks « HDPE (High Density Polyethylene)
« Flame retardant. chemical resistant wire insulation for excellent insulation 7700-74301 series

properties and abrasion resistance.

Industrial Ethernet Shielded RJ45 Cables

Cable Jacket/ Length
Part Number Price g "a}ieg; 5 Connectors Wire Insulation Jgg;{;’ Drawing Link
Material m [fi]
7700-74301-S4U0060 $19.00 0.6[1.9] PDF
7700-74301-S4U0100 $20.00 1.0[3.2] PDF
7700-74301-S4U0300 |  $25.00 Thefm°PgSF}E)s'aS‘°mef 3.0[9.8] PDF
7700-74301-S4U0500 $32.00 4 RJ45 axial male to RJ45 axial male High Density Teal 5.0[16.4] PDF
Polyethylene
7700-74301-S4U0750 $40.50 (HDPE) 7.5[24.6] PDF
7700-74301-S4U1000 $49.50 10 [32.8] PDF
7700-74301-S4U1500 $70.00 15[49.2] PDE
Industrial Ethernet Shielded RJ45 Cables Specifications
Model 74301
Type 4-Wire ,8-Pin
Max Voltage 60VDC
Max Voltage UL Rating 30VDC
Max Current Per Contact 15A
Protection Degree IP20
. . q Thermoplastic Elastomer (TPE) /

Cable Jacket/Wire Insulation Material High Density Polyethylene (HDPE)
Contacts Material Copper Alloy
Conductor Cross Section 2417 AWG
@ Outer Cable 6.6 mm [0.260 in]

. . Stationary use: 5 x cable diameter;
Lot R R TS Flexible use: 10 x cable diameter
Cable Temperature Range -40 to 80°C [-40 to 176°F]
Channel Transmission Length max 70m
Data Transmission Standard Cat5e (ISO/IEC 11801 (Class D - 100 MBit/s)
Approvals** cULus

*To obtain the most current agency approval information, see the Agency Compliance & Certifications Checklist section on the specific part number’s web page.
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stay connected

Industrial Ethernet Shielded

M12 D-coded to Pigtail Cables

Features

« High flex industrial Ethernet shielded Cat5e

cables
* Resistant to welding sparks
 Flame retardant, chemical resistant

* TPE (thermoplastic elastomer) jacket for

For the latest prices, please check AutomationDirect.com.

Connection Cables - Data

typical industrial applications

» HDPE (High Density Polyethylene)

7700-14541-series

wire insulation for excellent insulation
properties and abrasion resistance

Ethernet Shielded M12 D-coded to Pigtail Cables

Number of Cable Jacket/ Length
Part Number Price Wires Connector Wire Insulation | Jacket Color Drawing Link
Material m [ft]
7700-14541-S4U0060 $18.00 0.6 [1.9] PDF
7700-14541-S4U0100 $19.00 1.0[3.2] PDF
Thermoplastic
7700-14541-S4U0300 $25.50 Elastomer 3.0[9.8] PDF
. - (TPE)/
7700-14541-S4U0500 $31.00 4 Axial male to pigtail High Density Teal 5.0[16.4] PDF
7700-14541-S4U0750 $39.00 PolyHe[t)f;’yllzene 7.5[24.6] PDF
7700-14541-S4U1000 $46.50 ( ) 10[32.8] PDF
7700-14541-S4U1500 $65.00 15[49.2] PDF

Ethernet Shielded M12 D-coded to Pigtail Cable Specifications

Model 14541
Type 4-Wire, 5-Pole
Max Voltage 60VDC
Max Voltage - UL Rating 30VDC
Max Current Per Contact 1.5A

Protection Degree

IP65 / IP66K / IP67

Cable Jacket/Wire Insulation Material

Thermoplastic Elastomer (TPE) / High Density Polyethylene (HDPE)

Contacts Material

Copper Alloy

Conductors Cross Section

0.25 mm? [24AWG]

Tightening Torque

< 0.6 N'm[=<0.44 ft-Ib]

@ Outer Cable ~ 6.6 mm [0.260 in]

Cable Temperature Range -40 to 80°C [-40 to 176°F]
Channel Transmission Length max 70m

Data Transmission Standard Catbe, (ISO/IEC 11801), (Class D - 100 MBit/s)
Approvals* cULus

*To obtain the most current agency approval information, see the Agency Compliance & Certifications Checklist section on the specific part number’s web page.
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https://cdn.automationdirect.com/static/drawings/7700-14541-S4U1500.pdf
http://www.automationdirect.com
http://AutomationDirect.com

1-800-633-0405 For the latest prices, please check AutomationDirect.com.

MMURR Ejeld Wireable Connectors - Data

stay connected

Shielded RJ45 IDC Field Wireable Connectors and Adapters

Features

* Insulation displacement connector (IDC)

« Cat5e (Ethernet) or Cat6a (Gigabit)

« Cable outlet in 5 directions: straight, right, left, top, or bottom
* 45° outlet makes stacking several connection

7000-74001-0000000 7000-74031-0000000 7000-74075-0000000 7000-74085-0000000 7000-44671-0000000 7000-44681-0000000
Shielded RJ45 IDC Field Wireable Connectors and Adapters
Number . .
Part Number Price Wire Size of Connector Type Connection Illlflmtls”"gl Dr f!” ;(ng
Wires ateria in
7000-74001-0000000 $20.00 4 . Profinet/Ethernet PDF
RJ45 axial male —
7000-74011-0000000 $23.00 8 Gigabit PDF
26 to 22 AWG PVC/PE
7000-74021-0000000 $22.00 4 Profinet/Ethernet PDF
RJ45 male 45°
7000-74031-0000000 $25.00 PDF
7000-74075-0000000 $24.50 8 RJ45 axial male Gigabit . ) PDF
26 to 24 AWG - Zinc die casting
7000-74085-0000000 $26.50 RJ45 right-angle male PDF
7000-44671-0000000 $29.50 N/A 4 M12 D-coded axial female to RJ45 axial male Cat5 PUR PDF
a
7000-44681-0000000 $30.00 M12 D-coded axial female to RJ45 right-angle female PDF
Shielded RJ45 IDC Field Wireable Connectors and Adapters Specifications
Model 44671, 44681 74001, 74021 74011, 74031 74075, 74085
M12: 4-Wire, 4-Pole T . W . P .

Type RJA45: 4-Wire, 4-Pin RJ45: 4-Wire, 4-Pin RJ45: 8-Wire, 8-Pin RJ45: 8-Wire, 8-Pin
Max Voltage 60VDC 50V

Max Current per Contact 1.76 A 1.75A
Transmission Type Catb ‘ Cat6 Catbe
Temperature Range -2510 85°C [-13 to 185°F] -40 to 70°C [-40 to 158°F]

Protection Degree IP68 (M12); IP20 (RJ45) P20

Outside Cable @ N/A 5 to 9mm (74001, 74011), 5 to 8mm (74021, 74031) ‘ 5t0 9 mm

Wire @ N/A max 1.6 mm

Conductor Cross Section N/A 0.14 t0 0.34 mm? [26 to 22 AWG] 0.14 t0 0.25 mm? [26 to 24 AWG]
Housing Material PUR PVC/PE Zinc die casting
Approvals* cULus cURus cULus

*To obtain the most current agency approval information, see the Agency Compliance & Certifications Checklist section on the specific part number’s web page.

H H 74001,74021 74075,74085
PI n ASSI g nments Industrial Ethernet, AWG 24 - 26
568-A 568-B

€66 2] VU BUUs
O0X) G 30@ ©F@

74011,74031
568-B 568-A Industrial
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MIMURR Connection Cables - Power

stay connected

M12 L-coded Cables

Features
* Resistant to welding sparks * TPE (thermoplastic elastomer) jacket for typical
« Flame retardant, chemical resistant industrial applications
« 600V cable insulation rating » PVC (polyvinyl chloride) jacketed cable

for general use and chemical washdown
applications, ex. food & beverage industry

M12 L-coded Cables

Cable Jacket/ Length

. Number Wire | Amperage | ,,- ~ " | Jacket Drawing
Part Number Price A Connector . . Wire Insulation .
of Wires Size Rating Material Color | m [ft] Link
7700-P4241-U0P0200 | $67.00 201[65] | PDF
7700-P4241-U0P0300 | $79.00 30098 | PDF
7700-P4241-U0P0500 | $102.00 50[16.4]| PDF
14AWG 16A
7700-P4241-U0P0750 | $131.00 75[246]| PDF
7700-P4241-U0P1000 | $160.00 10[32.8] | PDF
7700-P4241-U0P1500 | $218.00 Axial male to 15[49.2] | PDF
7700-P4241-U0D0200 | $61.00 axial female 2.0[6.5] | PDF
7700-P4241-U0D0300 | $70.00 30[9.8] | PDF
7700-P4241-U0D0500 | $87.00 50[16.4]| PDF
16AWG 12A
7700-P4241-U0D0750 | $107.00 75[246]| PDF
7700-P4241-U0D1000 | $128.00 10[32.8] | PDF
7700-P4241-U0D1500 | $169.00 15[49.2] | PDF
7700-P4201-U0P0200 | $42.50 2.0[6.5] | PDF
7700-P4201-U0P0300 | $54.00 301098 | PDF
7700-P4201-U0P0500 | $76.00 50[16.4]| PDF
14AWG 16A f‘,@
7700-P4201-U0P0750 | $103.00 75[246]| PDF b
7700-P4201-U0P1000 | $130.00 Thermoplastic 10[32.8] | PDF
7700-P4201-U0P1500 | $184.00 5 Axial male E'(&}Sgcéf)“ff Voloy 1314921 PDE
. . W
7700-P4201-U0D0200 | $36.50 to pigtail Polyvinyl 201065 | PDF
7700-P4201-U0D0300 | $43.50 Chloride (PVC) 30[9.8] | PDE
7700-P4201-U0D0500 | $59.00 50[16.4]| PDF
16AWG 12A
7700-P4201-U0D0750 | $78.00 75[246]| PDF
7700-P4201-U0D1000 | $97.00 10[32.8] | PDF
7700-P4201-U0D1500 | $133.00 15[49.2] | PDF
7700-P4221-U0P0200 | $42.50 2.0[6.5] | PDF
7700-P4221-U0P0300 | $52.00 301[9.8] | PDF
7700-P4221-U0P0500 | $72.00 50[16.4]| PDF
14AWG 16A
7700-P4221-U0P0750 | $98.00 75[246]| PDF
7700-P4221-U0P1000 | $122.00 10[32.8] | PDF
7700-P4221-U0P1500 | $174.00 Axial female 15[49.2] | PDF
7700-P4221-U0D0200 | $38.00 to pigtail 20[65] | PDF
7700-P4221-U0D0300 | $45.50 301098 | PDF
7700-P4221-U0D0500 | $60.00 50[16.4]| PDF
16AWG 12A
7700-P4221-U0D0750 | $78.00 75[246]| PDF
7700-P4221-U0D1000 | $97.00 10[32.8] | PDF
7700-P4221-U0D1500 | $133.00 15[49.2] | PDF
www.automationdirect.com Sensor Cables and Connectors
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MMURR Connection Cables - Power

stay connected

M12 L-coded Cables Specifications

M12 L-coded Cables Specifications

Model 7000-xxxxx-UOPxxxx 7000-xxxxx-UODxxxx
Type 5-Wire, 5-Pole

Max Voltage 63VDC

Max Current Per Contact 16A 12A
Protection Degree IP65 / IP67

Male threads are nickel plated brass;

DEe e Female threads are nickel plated die cast zinc

Cable Jacket/Wire Insulation Material TPE/PVC

Contacts Material Copper Alloy

Tightening Torque < 0.6 N'm[< 0.44 ft-Ib]

Conductors Cross Section 2.11 mm? [14AWG] 1.31 mm? [16AWG]
@ Outer Cable 10.5 mm [0.415 in] 9.8 mm [0.385 in]

Temperature Range - Stationary Use

-50 to 105°C [-58 to 221°F]

Temperature Range - Flexible Use

-20 10 90C [-4 to 194F]

Min Bend Radius

Stationary use: 5 x cable diameter;
Flexible use: 10 x cable diameter

Approvals*

cULus, CE

*To obtain the most current agency approval information, see the Agency Compliance & Certifications Checklist section on the specific part number’s web page.
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IMMURR Connection Cables - Power

stay connected
M12 L-coded Adapter Cable and T-Coupler
« Use to convert a 7/8-16 connection to M12 L-coded connection \/&
M12 L-coded to 7/8” Adapter Cable .
.| Number Jacket Length | prawing
Part Number Price of Wires Connectors Material Color m [ft] i
7000-P4541-P040200 | $73.00 5 | M12 axial female to 7/8 axial male PUR/PP Black | 2[65] | PDF 7000-P4541-P040200
Adapter Cable M12 L-coded to 7/8” Specifications
Type 5-Wire, 5-Pole
Max Voltage 63 VAC/VDC
Max Current 12A

Connector 1: M12 L-coded axial female
Connector 2: 7/8” axial male

M12: 0.6 N-m [0.44 ft-Ib];
7/8":1.5N-m [1.1 ft-Ib]

Connection

Tightening Torque

Conductors Cross Section 1.5mm? [16AWG]

. . Male threads are nickel plated brass;
R WL Female threads are nickel plated die cast zinc
Protection Degree IP67
@ Outer Cable 8.2 mm [0.32in]

. . Stationary use: 5 x cable diameter;
tidhe efael el Flexible use: 10 x cable diameter
Temperature Range - Stationary Use -50 to 80°C [-58 to 176°F]
Temperature Range - Flexible Use -25 10 80°C [-13 to 176°F]
Contact Material Copper Alloy
Agency Approvals * NA

*To obtain the most current agency approval information, see the Agency Compliance & Certifications Checklist section on the
specific part number’s web page.

M12 L-coded T-Coupler

M12 L-coded T-Coupler

. Number of g Drawing
Part Number Price Poles Connectors Wiring Link
1-1-1
2-2-2
7000-P4901-0000000 $111.00 5 Axial male to (2) axial female 3-3-3 PDF !
4-4-4
FE-FE-FE 7000-P4901-0000000

M12 L-coded T-Coupler Specifications

Type 5-Wire, 5-Pole

Max Voltage 63VDC

Max Current 16A

Connection M12 L-coded

Tightening Torque <0.6 N'm [<0.44 ft-Ib]

Locking Watera
Protection Degree IP65 / IP67 / IP68

Temperature Range -30 t0 90°C [-22 to 194°F]

Material Housing (TPU), Contact Carrier (PA), Contact (Brass, gold plated)
Approvals* cULus, CE

*To obtain the most current agency approval information, see the Agency Compliance & Certifications Checklist section on the
specific part number’s web page.

www.automationdirect.com Sensor Cables and Connectors tSCC-40


http://www.automationdirect.com/pn/7000-P4541-P040200
http://www.automationdirect.com/pn/7000-P4901-0000000
http://www.automationdirect.com/pn/7000-P4541-P040200
https://cdn.automationdirect.com/static/drawings/7000-P4541-P040200.pdf
http://www.automationdirect.com/pn/7000-P4901-0000000
https://cdn.automationdirect.com/static/drawings/7000-P4901-0000000.pdf
http://www.automationdirect.com
http://AutomationDirect.com

1-800-633-0405

M-

stay connected

For the latest prices, please check AutomationDirect.com.

M12 L-coded Field Wireable Connectors

“e

7000-P4591-0000000

7000-P4611-0000000

M12 L-coded Field Wireable Connectors

Part Number Price Number of Wires Connectors SR cgﬂ: W Drawing Link
7000-P4591-0000000 $29.00 Axial male PDF
5 8-13 mm
0.31-0.51i
7000-P4611-0000000 $29.00 Axial female [ il PDF

M12 L-coded Field Wireable Connector Specifications

Type 5-Wire, 5-Pole
Max Voltage 63V
Max Current 16A
Connection M12 L-coded

Tightening Torque

< 0.6 N-m [< 0.44 ft-Ib]

Conductors Cross Section

2.5 mm2 [14AWG]

Locking Material

Male threads are nickel plated brass;
Female threads are nickel plated die cast zinc

Protection Degree

P67

Temperature Range

-40 to 85°C [-40 to 185°F]

Wire Connection

Screw terminal; M2.5x0.45 mm?,
torque to 40 N-m [29.5 ft-Ib]

Wire Connection Cross Section

1.5 mm? [16AWG] (with ferrule end);
2.5mm? [14AWG] (without ferrule end)

Approvals*

cURus

*To obtain the most current agency approval information, see the Agency Compliance & Certifications Checklist section on the specific

part number’s web page.
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ZIP,; Mini Cordsets

Features and General Specifications

« Oil-resistant yellow PVC body and cable jacket.
« Copper alloy contacts with gold plating

« Nickel-plated brass nut coupling

» Non-wicking, non-hygroscopic, UL style STOW

* Bare copper conductors, PVC insulated
» Temperature: -40 to 105°C (-40 to 221°F)
« IP67 protection rating when connected

* Approvals: UL File E328610, CE
» Made in the USA

Mini Size 1 Straight Cordsets

For the latest prices, please check AutomationDirect.com.

STOW cords are ideal for usage

in flex applications in harsh
environments where high degree of
oil resistance and extended service
life are in great demand. Typical
applications are

portable tools, motors, sound
equipment, portable lights and
similar equipment.

S = Service or Hard Service Cord

T = Thermoplastic (PVC)

O = Qil Resistant Jacket

W = Weather and Water Resistance

Face View of | Face View of # of Wire | Length Female Price Male Price
Male Female Poles Rating | m [ft] Plugs Plugs
9 16AwG | 216561 | ZP-S1-2FP-2M $25.00 ZP-S1-2MP-2M $27.00
© 4[1312]| ZP-S1-2FP-4M $34.50 ZP-S1-2MP-4M $33.00
o A(N0_rth 600V |6[19.69]| ZP-S1-2FP-6M | $4950 | ZP-S1-2MP-6M | $46.50 Color Codes
merican
= 27| CoorCode) | 13A | O | ZP-S1-2FP-tOM | $5900 | ZP-St-2MP-10M | $57.00 oty | (G
[32.81] L1 wnie
3 16AWG | 2[6.56] | ZP-S1-3FP-2M $26.00 ZP-S1-3MP-2M $29.50 5| Black
5 o 4[1312]| ZP-S1-3FP-4M $36.00 ZP-S1-3MP-4M $38.50 11 Green/Yellow
® A(NO_rth 600V |6[19.69]| ZP-S1-3FP-6M $46.00 ZP-S1-3MP-6M $54.00 32| Black
merican
Color Code) | 13A [321%1] ZP-S1-3FP-10M | $7100 | ZP-S1-3MP-10M | $73.00 3| White
' 1| Black
A 16AWG | 216561 | ZP-S1-4FP-2M $32.50 ZP-S1-4MP-2M $32.00 ) w:i
I
o o ® o 4[1312)| ZP-S1-4FP-4M $41.50 ZP-S1-4MP-4M $42.50 4 3 2 de
e
(North 600V | 6[19.69]| ZP-S1-4FP-6M $54.00 ZP-S1-4MP-6M $58.00 s
® O o o American 10 8 4| Green/Yellow
Color Code) | 10A 8281] ZP-S1-4FP-10M | $7300 | ZP-S1-4MP-10M | $77.00 E 1] white
18AWG | 216561 | ZP-S1C-4FPX-2M | $26.00 | ZP-S1C-4MPX-2M | $29.00 g 2 Red
® 06 © 0 4 41312 | ZP-S1C-4FPX-4M | $34.00 | ZP-S1C-4MPX-4M | $37.00 S |5 3] Green/Yellow
o o/\eo e (Cenclec | 00V | 6[19.69] | ZP-S1C-4FPX-6M | $3850 | ZP-S1C-4MPX-6M | $4550 ‘5* Oélanie
acl
ColorCode) | 550 | 10 | 7p.S1C-4FPX-10M | $53.00 |ZP-S1C-4MPX-10M| $61.00 :
[32.81] 1| White
5 16AwG | 216561 | ZP-S1-5FP-2M $46.00 ZP-S1-5MP-2M $39.50 2 Red
®® @ ee o 411312]| ZP-S1-5FP-4M $60.00 ZP-S1-5MP-4M $58.00 5 3 | Green/Yellow
(North 600V | 6[19.69]| ZP-S1-5FP-6M $76.00 ZP-S1-5MP-6M $77.00 4|  Orange
® O o 6 American 10 5 Black
Color Code) | 8A 32.81] ZP-S1-5FP-10M | $107.00 | ZP-S1-5MP-10M | $108.00 ac
: 6 Blue
6 16awG |_2[6:56] | ZP-S1-6FP-2M $4550 | ZP-S1-6MP-2M $44.50 1 Brown
® (3] 4[1312]| ZP-S1-6FP-4M $63.00 ZP-S1-6MP-4M $66.00 8 ol wht
®©® °o° (North 600V | 6[1969]| ZP-S1-6FP-6M $83.00 ZP-S1-6MP-6M $79.00 84 "
OAO) © o American 10 S 3 Blue
Color Code) | 8A pogr | ZP-S1-6EP-10M $110.00 | ZP-S1-6MP-10M | $109.00 4|  Black

Note: Tightening torque 44 Ibin (5.0 N-m) coupling nut.

9.4

[ 0.4

WHITE 1)

‘ BLACK @2
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7/8-16

?9.4
[#0.37]

BLACK (2
‘ WHITE (D

L 1

Male Plugs

See our website: www.AutomationDirect.com for complete engineering drawings.
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Features and General Specificati

» Oil-resistant yellow PVC body and cable jacket
+ Copper alloy contacts with gold plating

* Nickel-plated brass nut coupling

» Non-wicking, non-hygroscopic, UL style STOW
* Bare copper conductors, PVC insulated

» Temperature: -40 to 105°C (-40 to 221°F)

« IP67 protection rating when connected

« Approvals: UL File E328610, CE

* Made in the USA

ons

ZIP,; Mini Patch Cables

Mini Size 1 Male to Female Patch Cables

For the latest prices, please check AutomationDirect.com.

Face View of | Face View of | # of | Wire | Length g
Male Female | Poles | Rating | m [ft] Type Part Number Price
16AWG 2 [6.56] Male (Female ZP-S1-3MFP-2M $44.00
® O , 500V 413.12] ThrfadS) ZP-S1-3MFP-4M $50.00
® 601969 | Female ‘(’Fema,e ZP-S1-3MFP-6M | $67.00
137 [10[32.81] Threads) ZP-S1-3MFP-10M | $79.00
16AWG | 2[6.56] Male (Female ZP-S1-4MFP-2M $44.50
® O ® © . 500V 4[13.12] Thﬂt%adS) ZP-S1-4MFP-4M | $59.00
(0]
® 0o/\O 0 61969 | Female (Female ZP-S1-4MFP-6M | $68.00
10A | 10[32.81] Threads) ZP-S1-4MFP-10M | $87.00
18AWG | 2[656] | (Male Threads) ZP-S1C-4MFPX-2M | $41.50
ON©; © o0 o | aoov 4113.12] to ZP-S1C-4MFPX-4M | $50.00
o ®/\0o e 6[19.69] | Female (Female | ZP-S1C-4MFPX-6M | $55.00
55A | 10[3281] Threads) ZP-S1C-4MFPX-10M | $66.00
16AWG | 2[6.56] Male (Female ZP-S1-5MFP-2M $65.00
® @ o\ /e © 0\ . | s 4[13.12] Thr?adS) ZP-S1-5MFP-4M | $80.00
® ©)\0 e 611969 |  Fomale (Fomale | ZP-SI-SMEP-6M | $111.00
8A | 10[32.81] Threads) ZP-S1-5MFP-10M | $139.00
16AWG | 2[6.56] Male (Female ZP-S1-6MFP-2M | $65.00
220\ (020 6 | ooy |ALR12 Thffads) ZP-S1-6MFP-4M | $75.00
©%0)\0%e O1969 | Fomalo Fomale | ZP-SI-6MFP-6M | $3000
8A | 10[32.81] Threads) ZP-S1-6MFP-10M | $125.00
Dimensions
mm [in]

Note: Tightening torque 44 Ib-in (5.0 N-m) coupling nut.

Male - Female Extension Cable

HHH t: - LEL

Male (Female Threads) to Female (Female Threads)

7/8-16
FEMALE THREADS
BOTH ENDS

S

STOW cords are ideal for usage

in flex applications in harsh
environments where high degree of
oil resistance and extended service
life are in great demand. Typical
applications are

portable tools, motors, sound
equipment, portable lights and
similar equipment.

S = Service or Hard Service Cord

T = Thermoplastic (PVC)

O = QOil Resistant Jacket

W = Weather and Water Resistance

Male (Male Threads) to Female (Female Threads)

HEH

LRl

Male (Male Threads) to Female (Female Threads)

63.8 7/8-16

7/8-16
MALE THREAD

FEMALE THREAL

259
[1.021

See our website: www.AutomationDirect.com for complete engineering drawings.
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For the latest prices, please check AutomationDirect.com.

Field Wireable Connectors

Features and General Specifications

+ Polyamide body » Temperature: -40 to 90°C

« Copper alloy/gold plating contacts (-40 to 194°F)
« BUNA-N O-Ring « IP67 protection when connected

« Nickel-plated brass coupling nut + Approvals: UL File E328610, CE
« PVC insert * Made in the USA

1-800-633-0405

Field Wireable Connecto

Face View of | Face View of # of Wire Cable 0.D. Female Straight Price Male Straight Price Male Straight Price
Male Female Poles Rating | Range - mm [in] | (Female Threads) (Female Threads) (Male Threads)
3 1422 5-1310.20-0.51] ZP-S1-3FP-FW | $16.50 | ZP-S1-3MP-FW | $15.00 | ZP-S1-3MPM-FW |$15.00
® O (North AWG

American 600V 8-17[0.31-0.67] | ZP-S1-3FP-FWX | $16.50 | ZP-S1-3MP-FWX | $15.00 | ZP-S1-3MPM-FWX | $16.00
Color Code) | 18A Max

5-13[0.20-051] | ZP-S1-4FP-FW | $19.00 | ZP-S1-4MP-FW | $15.50 | ZP-S1-4MPM-FW | $16.50

4 14-22
(North AWG
American 600V 8-1710.31-0.67] | ZP-S1-4FP-FWX | $19.00 | ZP-S1-4MP-FWX | $16.00 | ZP-S1-4MPM-FWX | $16.50

Color Code) | 15A Max

1420 5-13[0.20-0.51] | ZP-S1C-4FP-FW | $19.50 - ZP-S1C-4MP-FW | $17.50
(Ce:elec AWG
600V 8-17[0.31-0.67] | ZP-S1C-4FP-FWX | $19.50 - ZP-S1C-4MP-FWX | $18.00
Color Code)
15A Max
5 1429 5-13 [0.20-0.51] ZP-S1-5FP-FW | $21.00 | ZP-S1-5MP-FW | $16.00 | ZP-S1-5MPM-FW | $18.00
(North AWG

American 600V 8-1710.31-0.67] | ZP-S1-5FP-FWX | $21.50 | ZP-S1-5MP-FWX | $18.00 | ZP-S1-5MPM-FWX | $18.00
Color Code) | 12A Max

©® ® @ ® @
® ©)
CXe) @ ©® o ®
oo ©o e
o
(- o ° o0

5-13[0.20-0.51] ZP-S1-6FP-FW | $23.50 | ZP-S1-6MP-FW | $19.50 | ZP-S1-6MPM-FW | $22.50

©) F5) 6 16-22
@ @@ (2] @o (North AWG
e~ 0 Q@ @)/ American | 600V 8-17[0.31-0.67] | ZP-S1-6FP-FWX | $23.50 | ZP-S1-6MP-FWX | $20.00 | ZP-S1-6MPM-FWX | $22.50

Color Code) | 8A Max

Note: Connection via screw terminal. Voltage and amperage ratings are cable dependent and are based on 600V 14AWG cable.
Cables with lower voltage ratings and smaller conductors will lower these ratings.

94.0
[3.701

Dimensions
mm [in] ‘
Note: Tightening torque 44 Ib-in (5.0 N-m) coupling nut. (101

Screw connections 20 Ib-in (2.3 N'm)

Color Codes

Poles Color
White
Black

Green/Yellow
Black
White
Black
White

Red

Green/Yellow

White
Red
Green/Yellow
Orange
Black
White
Red
Green/Yellow
Orange
Black
Blue

7/8-16 2

FEMALF THRFAD

Male Straight (Female Threads)

7/8-16
FEMALE THREADS

Female Straight (Female Threads) Male Straight (Male Threads)

North American

Color Codes

Poles Color
1 Brown
2 White 6
3 Blue

4 Black

Cenelec
N

See our website: www.AutomationDirect.com for
complete engineering drawings.
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For the latest prices, please check AutomationDirect.com.

ZIP., Mini Bulkhead Connectors

Features and General Specifications

« Clear anodized aluminum shell

« Yellow PVC insert

» Gold-plated copper alloy contacts
« Zinc-plated steel locknut

* NBR O-ring
« Cable length 0.3 m (1ft)
* Front mount

* Mounting thread 1/2 NPT

* Ingress protection rating: IP67 when

connected

» Temperature: -40 to 105°C
[-40 to 221°F]

« Approvals: UL File E328610, CE
» Made in the USA

Mini Bulkhead Connectors

Color Codes

Face View of | Face View of | # of Wire . ) Poles Color
Male " Poles Rating Female Receptacles Price Male Receptacles Price , 1 White
2 | 16AWG Max 2| Black
® North 600V ZP-S1-2FR-0P3M $11.50 ZP-S1-2MR-0P3M $11.00 1] GreenYelow
©) American (e i : (A== tEH e : 302 Black
= - SO0 13A Max 3] White
1 Black
8 16AWG M a-c
ax 2 White
e @ North e Red
American 600V ZP-S1-3FR-0P3M | $1250 | ZP-S1-3MR-OP3M | $12.00 -
® S | |4| Green/Yellow
Color 13AM b
Code ax g |t White
<
4| 16AWG Max s |2 Red
© @ © o North 600V ZP-S1-4FR-0P3M 15.00 | ZP-S1-4MR-0P3M 13.00 = |0\ Sreenteloy
@ @ ©®@ O/ Amercan ZE-ST4ER-OPSM | $15. ZP-S1-4MR-0P3M | $13. 4|  Orange
(C;gijoer 10A Max 5 Black
1 White
4 18AWG Max
2 Red
® 6 © 0
® @ o o Cenelec 300V ZP-S1C-4FR-0P3M-18 | $15.50 | ZP-S1C-4MR-0P3M-18 | $13.50 6 3| Green/Yellow
goz)r s5AM 4|  Orange
05 ¢ : & 5 Black
3 ° 16AWG Max 6 Blue
% g ?D g Arﬂgrrité‘an 600V ZP-S1-5FR-0P3M | $16.00 | ZP-S1-5MR-0P3M | $15.50 o 1 B’OYV"
Color " § 4 2 White
Code ax S 3 Blue
5 ° 6 | 16AWG Max 4]  Black
©52))(®e9 North 600V ZP-S1-6FR-0P3M | $1550 | ZP-S1-6MR-OP3M | $15.50
G ® o))\ @ e © /)| American ——— ' e :
ggg 8A Max
Dimensions 300
mm [in] [11.81]
14.0 10,5
[0.55] [0.41]
WY
i T T BLACK @
=0 WHHE =——
LL00J ! WHITE (D

1/2-14 NPT

See our website: www.AutomationDirect.com for
complete engineering drawings.
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ZIP.;, Mini Cordsets and Receptacles
Accessories

Mini "T" Connectors Features and General

Specifications
« Oil-resistant yellow PVC body « IP67 protection when connected
+ Copper alloy/gold plating contacts » Approvals: UL File E328610, CE
* Nickel-plated brass coupling nut * Made in the USA

+ Operating temperature range:
-40 to 105°C [-40 to 221°F]

Mini "T" Connectors

Factlewlgzw ui Fat;; ,:':Ivg o ; Ig; Rating Part Number Wiring Price . .
Dimensions
5 @ 300V 1-1-1 mm [in]
3 ZP-S1-3MFF-T 2-2-2 $46.00
O 8A 3-3-3
© @ it 4 w0 ZP-S1-4MFF-T ; :; :; $48.00
@ @ o O 8A Z :2 N 2 '
1-1-1
%0 00 300V 2-2-2
5 ZP-S1-5MFF-T 3-3-3 $67.00
® O o 6 8A 4-4-4
5-5-5
Caps and Adapters
Dimensions — mm [in] Description Part Number Price
152.0 Closure cap for covering
[6.0] receptacles and plugs with male
Y threads. 0.17" diameter mounting
- ; DOQ_.| nhole for securing the chain. Clear ZP-ST-CAP $5.75

anodized aluminum with nickel-
plated brass chain and hardware.

Closure plug for covering
receptacles and plugs with female
threads. 017" diameter mounting
hole for securing the chain. Clear
anodized aluminum with nickel-
plated brass chain and hardware.

ZP-S1-PLUG $8.00

Adapter coupling for connecting

male and female plugs with
female couplings. Clear anodized ZE-ST-XMP-AD $4.00

aluminum.

.

S
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Overview

ZIPport multi-port interconnection
junction blocks provide a simple and
effective way to organize machine wiring
for a variety of control systems, such as
packaging equipment and conveying
systems. These systems typically have
many 1/O points, such as sensors or
solenoid-operated valves, consolidated in

For the latest prices, please check AutomationDirect.com.

one location. Many times these devices
are hard-wired to a junction box or
separately wired back to the main control
cabinet. ZIPport multi-port junction blocks
provide a more efficient and cost-effective
solution: a main home-run control cable
is run back to the main control cabinet, so

Note:

ZIP.; M12 Junction Blocks - Specifications

2 port caps for
unused ports are
included.

rewiring, and 1/O replacement is greatly

reduced. The designer can choose from a
variety of circuit configurations in industry
standard M12-style connection, in port
configurations of 4-, 6- and 8-pole, with a
choice of one I/O per port or two 1/O per
port.

the cost associated with errors in wiring,

ZIPport Junction Block Specifications

Electrical Specifications

Voltage Rating Without LEDs: 0 to 150 V AC/DC max.
With LEDs: 48 VDC max, in accordance with LED Configuration
Current Rating 3A per connector, 8A per block

Technical Specifications

Approvals* UL file E328610, CE

Degree of Protection IP 67, with proper field wiring cable and all ports being used or covered with a protective cap.
Operating Temperature Range -20 t0 80°C [4 to 176°F]

Material Specifications

Body Polypropylene

Inserts Polyamide

Coupling Nuts 4,6, and 8-Port: PBT

Screws Two m3x0.5x14 screws are used to assemble backshell.

O-Ring BUNA-N

Cable Gland M20x1.5

Recommended Cable Diameters for

With inner grommet removed:
+ Max OD: 0.49" [12.5 mm].
+ Min OD: For PUR Cable 0.28" [7.2 mm],

With inner grommet intact:
+ Max OD: 0.31” [7.9 mm].

Field Wireabis #hinOD:Fo PUR Cable 019 4. For PVC cale 026" 12 ]
: : For SJT/SJE/ST/SE Cable 0.305" [7.75 mm]

LED Lens Polycarbonate (LEDs visible only when power is supplied to the block)

Contacts Copper Alloy with Gold Plating

Marker Tags Polyamide (supplied on all units)

Accessories 2 port caps for unused ports included. Purchase additional caps (in packs of 5) separately.

Port Cap Nylon

*To obtain the most current agency approval information, see the Agency Compliance & Certifications Checklist section on the specific part number’s web page.
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ZIP.,M12 Junction Blocks - Selection

. Wires/ | Indicating | 1/0 per . Home Run - Pin Qut . .
Part Number Price | Ports Poles | LEDSs Socket Rating per Socket Connection Type Wiring Table Dims. Accessories
4 Port
ZP-JBH44-00-FW | $68.00 No LED 1 150V AC/DC max, 3A Diagram 1-A - Figure 1
Cable clamp for field . )
ZP-JBH44-2P-FW | $87.00 PNP 1 48VDC max, 3A wiring Diagram 1-B - Figure 1
ZP-JBH44-2N-FW | $88.00 405 NPN 1 48VDC max, 3A Diagram 1-C - Figure 1
ZP-JBH44-00-5 | $104.00 No LED 1| 150V AC/DC max, 3A Diagram 1-A | Table 1 | Figure 1 CD%AA
ZP-JBH44-2P-5 $112.00 s PNP 1 48VDC max, 3A 5m integrated cable | Diagram 1-B | Table 1 | Figure 1 | cpp12-0B-030-AA
ZP-JBH44-2N-5 $115.00 NPN 1 48VDC max, 3A Diagram 1-C | Table 1 | Figure 1 | CDP12-0B-010-BB
ZP-JBH45-00-FW | $80.00 NoLED | 2 | 150VAC/DC max, 3A | Cable clamp for field | Diagram2-A | - | Figure 2 %
ZP-JBH45-2P-FW | $96.00 55 PNP 2 48VDC max, 3A wiring Diagram 2-B - Figure 2
ZP-JBH45-00-5 $121.00 No LED 2 150V AC/DC max, 3A ) Diagram 2-A | Table 2 | Figure 2
5m integrated cable - -
ZP-JBH45-2P-5 $133.00 PNP 2 48VDC max, 3A Diagram 2-B | Table 2 | Figure 2
6 Port
ZP-JBH64-00-FW | $83.00 No LED 1 150V AC/DC max, 3A Diagram 3-A - Figure 3
Cable clamp for field . :
ZP-JBH64-2P-FW | $112.00 PNP 1 48VDC max, 3A wiring Diagram 3-B - Figure 3
ZP-JBH64-2N-FW | $112.00 465 NPN 1 48VDC max, 3A Diagram 3-C - Figure 3
ZP-JBHG64-00-5 $126.00 No LED 1 150V AC/DC max, 3A Diagram 3-A | Table 3 | Figure 3 ZP-JBH-CAP
ZP-JBH64-2P-5 | $13400 | PNP 1 48VDCmax, 3A | 5mintegrated cable | Diagram 3-B | Table 3 | Figure 3 %
ZP-JBH64-2N-5 $134.00 NPN 1 48VDC max, 2A Diagram 3-C | Table3 Figure 3 CDP12-0B-010-BB
ZP-JBH65-00-FW | $101.00 No LED 2 150V AC/DC max, 3A | Cable clamp for field | Diagram 4-A - Figure 4 | CDP12-0B-030-BB
ZP-JBH65-2P-FW | $120.00 55 PNP 2 48VDC max, 3A wiring Diagram 4-B - Figure 4
ZP-JBH65-00-5 $152.00 No LED 2 150V AC/DC max, 3A ) Diagram 4-A | Table 4 | Figure 4
5m integrated cable - -
ZP-JBH65-2P-5 $167.00 PNP 2 48VDC max, 3A Diagram4-B | Table4 | Figure 4
8 Port
ZP-JBH84-00-FW | $95.00 No LED 1 150V AC/DC max, 3A Diagram 5-A - Figure 5
Cable clamp for field . :
ZP-JBH84-2P-FW | $108.00 PNP 1 48VDC max, 3A wiring Diagram 5-B - Figure 5
ZP-JBH84-2N-FW | $107.00 465 NPN 1 48VDC max, 3A Diagram 5-C - Figure 5
ZP-JBH84-00-5 $162.00 No LED 1 150V AC/DC max, 3A Diagram 5-A | Table 5 | Figure 5
ZP-JBH84-2P-5 $163.00 PNP 1 48VDC max, 3A , Diagram 5-B | Table5 | Figure 5 | 7p_JBH-CAP
5m integrated cable - - Ny
ZP-JBH84-2N-5 $169.00 NPN 1 48VDC max, 3A Diagram 5-C | Table 5 | Figure 5 | CDP12-0B-010-AA
ZP-JBH85-00-FW | $119.00 | ° NoLED | 2 | 150VACIDC max, 3A Diagram 6-A |~ | Figure 6 | S0P 12 0-030-2
ZP-JBH85-2P-FW | $142.00 PNP 2 48VDC max, 3A Cable clamp for field | Diagram 6-B - Figure 6 | CDP12-0B-030-BB
ZP-JBH85-2N-FW | $142.00 NPN 2 48VDC max, 3A wiring Diagram 6-C - Figure 6
ZP-JBH85-00-5 | $182.00 5 "NolED | 2 | 150VAC/DC max, 3A Diagram 6-A | Table 6 | Figure 6
ZP-JBH85-2P-5 $200.00 PNP 2 48VDC max, 3A 5m integrated cable | Diagram 6-B | Table 6 | Figure 6
ZP-JBH85-2N-5 $207.00 NPN 2 48VDC max, 3A Diagram 6-C | Table 6 | Figure 6
Accessories
Part Number Price aty Description Use With
— . M12 ZipPort
ZP-JBH-CAP $4.00 5 ZIPport junction block M12 protective cap. ' junction blocks
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ZIP.,M12 Junction Blocks — Wiring

Wiring Diagrams

4-Port, 4-Wire/5-Pole POVER LED POVER LED

Pin Out Tables

Pin Out Table 1 Pin Qut Table 2

M12 4-Port, 4-Wire/5-Pole ZipPort M12 4-Port, 5-Wire/5-Pole ZipPort
Function Cable 0.D. 0.34” Function Cable 0.D. 0.38”
Ve Ve Ve VD N +V Brown +V Brown
GND SIGNAL GND -SIGNAL SIGNAL GND -v Blue -v Blue
No LED Version PNP Version NPN Version Ground Green/Yellow Ground Green/Yellow
Diagram 1-A Diagram 1-B Diagram 1-C Port 1 Pin 4 White Port 1 Pin 2 Pink
Port 2 Pin 4 Green Port 1 Pin 4 White
4-Port, 5-Wire/5-Pole POVER LED e e Port 3 Pin 4 Yellow Port 2 Pin 2 Red
Port 4 Pin 4 Gray Port 2 Pin 4 Green
Port 3 Pin 2 Black
Port 3 Pin 4 Yellow
Ve Port 4 Pin 2 Violet
GND SIGNAL 1 Port 4 Pin 4 Gray

No LED Version PNP Version NPN Version Pin Out Table 3 Pin Out Table 4
Diagram 2-A Diagram 2-B Diagram 2-C M12 6-Port, 4-Wire/5-Pole ZipPort M12 6-Port, 5-Wire/5-Pole ZipPort
6-Port, 4-Wire/5-Pole powc Lo power Lo Function Cable 0.D. 0.35” Function Cable 0.D. 0.40”
+V Brown +V Brown
-V Blue -V Blue
Ground Green/Yellow Ground Green/Yellow
Port 1 Pin 4 White Port 1 Pin 2 Gray/Pink
Ve Ve Ve Ve V) Port 2 Pin 4 Green Port 1 Pin 4 White
GND SIGNAL GND SIGNAL SIGNAL GND Port 3 Pin 4 Ye”ow Port 2 Pin 2 Red/B|Ue
. . Port 4 Pin 4 Gray Port 2 Pin 4 Green
Port 6 Pin 4 Red Port 3 Pin 4 Yellow
. sowes Lo Port 4 Pin 2 Brown/Green
6-Port, 5-Wire/5-Pole ) Port 4 Pin 4 Gray
Port 5 Pin 2 White/Yellow
Port 5 Pin 4 Pink
Port 6 Pin 2 Yellow/Brown
Ve Port 6 Pin 4 Red

No LED Version

Diagram 4-A

8-Port, 4-Wire/5-Pole

V> V=

GND SIGNAL

No LED Version

Diagram 5-A

8-Port, 5-Wire/5-Pole

No LED Version

Diagram 6-A

PNP Version
Diagram 4-B

POVER LED
2

Vi V=)

GND SIGNAL

PNP Version
Diagram 5-B

POVER LED
e

A% V¢
GND

)

SIGNAL 1

PNP Version
Diagram 6-B

www.automationdirect.com

SIGNAL 2

NPN Version
Diagram 4-C

POVER LED
I

V> V=
SIGNAL: GND

NPN Version
Diagram 5-C

NPN Version
Diagram 6-C

Pin Qut Table 5

Pin Qut Table 6

M12 8-Port, 4-Wire/5-Pole ZipPort M12 8-Port, 5-Wire/5-Pole ZipPort
Function Cable 0.D. 0.35” Function Cable 0.D. 0.43”
+V Brown +V Brown
-V Blue -V Blue
Ground Green/Yellow Ground Green/Yellow
Port 1 Pin 4 White Port 1 Pin 2 Gray/Pink
Port 2 Pin 4 Green Port 1 Pin 4 White
Port 3 Pin 4 Yellow Port 2 Pin 2 Red/Blue
Port 4 Pin 4 Gray Port 2 Pin 4 Green
Port 5 Pin 4 Pink Port 3 Pin 2 White/Green
Port 6 Pin 4 Red Port 3 Pin 4 Yellow
Port 7 Pin 4 Black Port 4 Pin 2 Brown/Green
Port 8 Pin 4 Violet Port 4 Pin 4 Gray
Port 5 Pin 2 White/Yellow
Note: Pin Out Tables are For 201l P’,n 4 Pink
5-meter integrated cable only. Port 6 Pin 2 Yellow/Brown
Please refer to product insert Port 6 Pin 4 Red
for field wiring. Port 7 Pin 2 White/Gray
Port 7 Pin 4 Black
Port 8 Pin 2 Gray/Brown
Port 8 Pin 4 Violet
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ZIP. M12 Junction Blocks — Dimensions

Dimensions
inches [mm]
Figure 1: 4-Port, 4-Wire/5-Pole Figure 2: 4-Port. 5-Wire/5-Pole
736 [47] [47]
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BTN e T
20 | 2~ ] T ©) ©
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Figure 3: 6-Port, 4-Wire/5-Pole Figure 4: 6-Port, 5-Wire/5-Pole
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Figure 5: 8-Port, 4-Wire/5-Pole Figure 6: 8-Port, 5-Wire/5-Pole
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MMURR  M12 and M8 Series Distribution
e Blocks

Overview Features

Single-wire connectivity in machines and installations is + 30mm wide footprint saves space and offers flexible
troublesome and error-prone. Murrelektronik’ s passive mounting options

distribution boxes provide a much more convenient « Integrated LED indicators make troubleshooting easy
method for connecting sensors and actuators to the « Over molded bodies for vibration and environmental

control cabinet. Murrelektronik supplies a comprehensive protection
range of distribution boxes. They create optimum « Available with Integrated cable or M12 12-pin Homerun
installations for any application and are cost-effective, cabling option

. ! o '
reliable, and space saving solutions! « Marking tags Included

Distribution Block Specifications

Electrical Specifications

Voltage Rating 24VDC

Voltage Range 18-30.2 VDC

Technical Specifications

Approvals * UL file E201820, CE

Degree of Protection IP67

Material Specifications

Body Thermoplastic Polyurethane (TPU) clear and Polyamide (PA) UL 94 HB, Black
Contact Carrier M8 Polyamide (PA), UL94 HB, Green
Contact Carrier M12 Polyamide (PA) UL94 HB, Black
Contacts Gold-plated

Gasket Thermoplastic Polyurethane (TPU) clear
(c‘:l(;’j;;iic;;; ZhSZli’:’I:?D’;ZZmnect) Nickel-plated (Cuzn)

Backside Gasket (8000-88590) O-ring NBR

LED Lens Thermoplastic Polyurethane (TPU), clear
LED Indicator Color Power - Green, Signal 1- Yellow, Signal 2 - White
Marking Tags Soft PVC

*To obtain the most current agency approval information, see the Agency Compliance & Certifications Checklist section on the specific part number’s web page.
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stay connected
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M12 and M8 Series Distribution
Blocks

Exact 8 Series

part Number Pice | Pots | piidor | e | Souket | Cument | Cumomt | Commons|  Temperature
Exact 12

8000-84560-0000000 $100.00 4 PNP 5-pin M12 2 1A - 1 -20 t0 60°C [-4 to 140°F]
8000-88460-0000000 $119.00 8 PNP 5-pin M12 1 1A - 1 -20 t0 60°C [-4 to 140°F]
8000-88590-0000000 $119.00 8 PNP 5-pin M12 2 4A 8A/common 2 -30 to 70°C [-22 to 158°F]
Exact 8

8000-84010-3370500 $86.00 4 PNP 3-pin M8 1 2A 8A/common 1 -20t0 72°C [-4 to 162°F]
8000-84011-3370500 $86.00 4 NPN 3-pin M8 1 2A 8A/common 1 -20t0 72°C [-4 to 162°F]
8000-84060-0000000 $91.00 4 PNP 3-pin M8 1 1A - 1 -20 to 57°C [-4 to 135°F]
8000-84110-3580500 $111.00 4 PNP 4-pin M8 2 2A 8A/common 1 -20t0 72°C [-4 to 162°F]
8000-84111-3580500 $111.00 4 NPN 4-pin M8 2 2A 8A/common 1 -20t0 72°C [-4 to 162°F]
8000-84160-0000000 $96.00 4 PNP 4-pin M8 2 1A - 1 -20t0 57°C [-4 to 135°F]
8000-88010-3570500 $111.00 8 PNP 3-pin M8 1 2A 8A/common 1 -20t0 72°C [-4 to 162°F]
8000-88011-3570500 $111.00 8 NPN 3-pin M8 1 2A 8A/common 1 -20t0 72°C [-4 to 162°F]
8000-88060-0000000 $103.00 8 PNP 3-pin M8 1 1A - 1 -20t0 57°C [-4 to 135°F]
8000-88110-3950500 $147.00 8 PNP 4-pin M8 2 2A 8A/common 1 -20t0 72°C [-4 to 162°F]
8000-88111-3950500 $147.00 8 NPN 4-pin M8 2 2A 8A/common 1 -20 to 72°C [-4 to 162°F]

M12 and M8 Series Distribution Blocks

Part Number Wiring | Pin Out Table Main Connection Type Recommended Cables Drawing Link
Exact 12

8000-84560-0000000 | Diagram 1 Table 1 12-pin M12 quick-disconnect 7000-19041-705xxxx, 7000-19061-705xxxx PDF
8000-88460-0000000 | Diagram2 |  Table 2 12-pin M12 quick-disconnect 7000-19041-705x0xx, 7000-19061-705xxxx PDF
8000-88590-0000000 | Diagram 1 Table 3 panel mount plug in - PDF
Exact 8

8000-84010-3370500 | Diagram 3 Table 4 5m integrated cable - PDF
8000-84011-3370500 | Diagram 5 Table 4 5m integrated cable - PDF
8000-84060-0000000 | Diagram 3 Table 5 12-pin M12 quick-disconnect 7000-19041-705xxxx, 7000-19061-705xxxx PDF
8000-84110-3580500 | Diagram 4 Table 6 5m integrated cable - PDF
8000-84111-3580500 Diagram 6 Table 6 5m integrated cable - PDF
8000-84160-0000000 | Diagram 4 Table 7 12-pin M12 quick-disconnect 7000-19041-705xxxx, 7000-19061-705xxxx PDF
8000-88010-3570500 | Diagram 3 Table 8 5m integrated cable - PDE
8000-88011-3570500 | Diagram 5 Table 8 5m integrated cable - PDF
8000-88060-0000000 | Diagram 3 Table 9 12-pin M12 quick-disconnect 7000-19041-705xxxx, 7000-19061-705xxxX PDF
8000-88110-3950500 | Diagram 4 Table 10 5m integrated cable - PDF
8000-88111-3950500 | Diagram 6 Table 10 5m integrated cable - PDF
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M12 and M8 Series Distribution

Pin QOut Table 1 Pin Qut Table 2 Pin Qut Table 3
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M12 Male 12-pole plug M12 Male 12-pole plug Backside plug, removable spring terminals
M12, 4 port, 5-pin M12, 8 port, 4-pin M12, 8 port, 5-pin
M12-Male pin Function M12-Male pin Function
1 +V, Port 1-4, Pin 1 Brown 1 +V, Port 1-8, Pin 1 Brown Terminal Function
2 -V, Port 1-4, Pin 3 Blue 2 -V, Port 1-8, Pin 3 Blue + +V, Port 1-8, Pin 1
3 Port 1 Pin4 White 3 Port 1 Pin4 White +
5 Port 1 Pin 2 Pink 11 Port 1 Pin 2 Gray / Pink o -V, Port 1-8, Pin 3
4 Port 2 Pin 4 Green 4 Port 2 Pin4 Green -
9 Port 2 Pin 2 Red 12 Port 2 Pin 2 Red / Blue Ground PE, Port 1-8, Pin 5
6 Port 3 Pin 4 Yellow 6 Port 3 Pin 4 Yellow 1/4 Port 1 Pin 4
7 Port 3 Pin 2 Black 8 Port 4 Pin 4 Gray 1/2 Port 1 Pin 2
8 Port4 Pin 4 Gray 5 Port 5 Pin 4 Pink 2/4 Port 2 Pin 4
10 Port 4 Pin 2 Violet 9 Port 6 Pin 4 Red 2/2 Port 2 Pin 2
Thread M12 PE, Port 1-4, Pin 5 7 Port 7 Pin 4 Black 3/4 Port 3 Pin 4
. 10 Port 8 Pin 4 Violet 3/2 Port 3 Pin 2
Pin Qut Table 4 Thread M12 | PE, Port 1-8, Pin 5 4/4 Port 4 Pin 4
M8, 4 Port , 3-pin 4/2 Port 4 Pin 2
Funclion Cable 0.D. Pin Out Table 5 5/4 Port 5 Pin 4
6.9 mm M12 Male 12-pole plug 5/2 Port 5 Pin 2
+V, Port 1-4, Pin 1 Brown M8, 4 port, 3-pin 6/4 Port 6 Pin 4
-V, Port 1-4, Pin 3 Blue M12-Male pin Function 6/2 Port 6 Pin 2
Port 1 Pin 4 White 1 +V, Port 1-4, Pin 1 Brown 7/4 Port 7 Pin 4
Port 2 Pin 4 Green 2 -V, Port 1-4, Pin 3 Blue 7/2 Port 7 Pin 2
Port 3 Pin 4 Yellow 3 Port 1 Pin 4 White 8/4 Port 8 Pin 4
Port 4 Pin 4 Gray 4 Port 2 Pin 4 Green 8/2 Port 8 Pin 2
- 6 Port 3 Pin4 Yellow
Pin Out Table 6 8 Port 4 Pin 4 Gray Pin Out Table 10
Pre-wired cable, _5m Pre-wir le, 5m
M8, 4 port, 4-pn Pin Out Table 7 Wa. & port, 4-pin
Function C%bée ’g”? . M12 Male 12-pole I_zlug Function Cable 0.D. 9.6 mm
B A T E;rown : Mi12, 4 por_t, 5-pin +V, Port 1-8, Pin 1 Brown
2 2= M12-Male pin Function -V, Port 1-8, Pin 3 Blue
;‘ﬁ : 3’;7';4‘; Pin 3 V?/lr:tee 1 +V, Port 1-4, Pin 1 Brown Port 1 Pin 4 White
Port 1 Pin 2 Gray Pink 2 . Port 14, Pin 3 Blue Port 1 Pin 2 Gray Pink
Port 2 Pin 4 Green 3 Port 1 P!n 4 White Port 2 Pin 4 Green
Port 2 Pin 2 Red Blue 4 Port 2 P!n 4 Green Port 2 Pin 2 Red Blue
Port 3 Pin 4 Yellow 6 Port3 Pin 4 Yellow Port 3 Pin 4 Yellow
Port3 Pin 2 Whils Green 8 Port 4 Pgn 4 Gray Port 3 Pin 2 White Green
Port 4 Pin é Gray 5 Port 1 P!n 2 Pink Port 4 Pin 4 Gray
Port 4 Pin 2 Brown Green 9 Port 2 P!n 2 Red Port 4 Pin 2 Brown Green
7 Port 3 Pin 2 Black Port 5 Pin 4 Pink
- 10 Port 4 Pin 2 Violet Port 5 Pin 2 White Yellow
Pin Out Table 8 . Port 6 Pin 4 Red
Pre-wired cable, 5m Pin Out Table 9 Port 6 Pin 2 Yellow Brown
M8, 8 port, 3-pin M12 Male, 12-pole plug Port 7 Pin 4 Black
Function Cable 0.D. 8, 8 port, 3-pin Port 7 Pin 2 White Gray
8.6 mm M12-Male pin Function Port 8 Pin 4 Violet
+V, Port 1-8, Pin 1 Brown 1 +V, Port 1-8, Pin 1 Brown Port 8 Pin 2 Gray Green
-V, Port 1-8, Pin 3 Blue 2 -V, Port 1-8, Pin 3 Blue
Port 1 Pin 4 White 3 Port 1 Pin4 White
Port 2 Pin 4 Green 4 Port 2 Pin 4 Green
Port 3 Pin 4 Yellow 6 Port 3 Pin 4 Yellow
Port 4 Pin 4 Gray 8 Port 4 Pin 4 Gray
Port 5 Pin 4 Pink 5 Port 5 Pin 4 Pink
Port 6 Pin 4 Red 9 Port 6 Pin 4 Red
Port 7 Pin 4 Black 7 Port 7 Pin 4 Black
Port 8 Pin 4 Violet 10 Port 8 Pin 4 Violet
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Wiring Diagrams

2(52) 3() 4(s1)

1(+)

Diagram 1
(PNP field connection)
8000-84560-0000000
8000-88590-0000000

408 1(+)

YE iZGN

b3
S

O

3()

Diagram 3
(PNP field connection)
8000-84010-3370500
8000-88011-3570500
8000-84060-0000000
8000-88060-0000000

4(S)1(+)
YE

GN

3 ()
Diagram 5
(NPN field connection)
8000-84011-3370500
8000-88011-3570500
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2(52) 3() 4(S1)

1(+)

Diagram 2
(PNP field connection)
8000-88460-0000000

Note: Ports 1 and 2 have 2 signals $1 and $2

Ports 3 - 8 have signal $1 only

4(S1) 2(52)

YE WH

A
V1

3()

1(+)

Diagram 4
(PNP field connection)
8000-84110-3580500
8000-88110-3950500
8000-84160-0000000

4(S1) 2(S2)

YE WH

3(-)—4

GN
1(+)

Diagram 6
(NPN field connection)
8000-84111-3580500
8000-88111-3950500
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Connection Cables X-Coded Data

Industrial Ethernet Shielded M12 X-Coded Cables

Features

« High flex industrial Ethernet shielded Cat6a cables

« Resistant to welding sparks

« Flame retardant, chemical resistant

« TPE (thermoplastic elastomer) jacket for typical industrial applications

Ethernet Shielded M12 X-coded Cables

.| Poles/ Jacket Length | prawing :

Part Number Price 7 Connectors h 7700-51101 Series

Pins Material Color | mi[ft] | Link
7700-51101-S4X0100 | $66.00 1.0[3.2] PDF
7700-51101-S4X0300 | $84.00 Male straight M12 to straight RJ45 3.0[9.8] | PDF
7700-51101-S4X0500 |$103.00 TPE 50[164]| PDF

8 Thermoplastic Teal

7700-51201-S4X0100 | $72.00 Elastomer 1.0[32] | PDF
7700-51201-S4X0300 | $91.00 Male 90° M12 to straight RJ45 3.019.8] PDF
7700-51201-S4X0500 | $109.00 5.0[16.4]| PDF

7700-51201 Series

Specifications

. 60VDC . . - . .
Nominal Voltage UL rated: 30VDC Locking Material Zinc die casting, matte nickel plated
Max Current 05A Protection Degree M12: IP66K/67 ; RJ45: IP20
Rated Surge Voltage 1.0kV Outer @ 7.4 mm [0.29 in] £5%
Transfer Parameters | Cat6a, Class EA (ISO/IEC 11801) | Bend Radius 10 x outer @*
Cable: -40 to +80°C [-40 to +176°F]
Transfer Rate Up to 10Gbps full duplex Temperature Range Connector: -25 to 85°C [13 to 185°F]
) Connector 1: M12 X-coded Wire Material Copper wire, tin plated
Connection
Connector 2: RJ45 Approvals cULus File E362618
To obtain the most current agency approval information, see the Agency
Tightening Torque 0.6 N'm Compliance & Certifications Checklist section on the specific part
number’s web page.

*For a linear flex application with a bend radius of 10x of the outside diameter of the cable, you can expect a life of 1 million cycles.

For alinear flex application with a bend radius of 20x of the outside diameter of the cable, you can expect a life of 10 million cycles.

www.automationdirect.com

Sensor Cables and Connectors

tSCC-55


http://www.automationdirect.com/pn/7700-51101-S4X0100
https://cdn.automationdirect.com/static/drawings/2d/7700-51101-S4X0100.pdf
http://www.automationdirect.com/pn/7700-51101-S4X0300
https://cdn.automationdirect.com/static/drawings/2d/7700-51101-S4X0300.pdf
http://www.automationdirect.com/pn/7700-51101-S4X0500
https://cdn.automationdirect.com/static/drawings/2d/7700-51101-S4X0500.pdf
http://www.automationdirect.com/pn/7700-51201-S4X0100
https://cdn.automationdirect.com/static/drawings/2d/7700-51201-S4X0100.pdf
http://www.automationdirect.com/pn/7700-51201-S4X0300
https://cdn.automationdirect.com/static/drawings/2d/7700-51201-S4X0300.pdf
http://www.automationdirect.com/pn/7700-51201-S4X0500
https://cdn.automationdirect.com/static/drawings/2d/7700-51201-S4X0500.pdf
http://www.automationdirect.com
http://AutomationDirect.com

	M8 Cables with Quick-Disconnect Plugs
	M12 Cables with Quick-Disconnect Plugs
	Sensor Cables and Connectors
	Patch Cables
	IP69K-rated M8 Sensor Cables
	IP69K-rated M12 Sensor Cables
	IP69K Food and Beverage Cables
	Field Wireable Connectors
	T-Couplers
	M8 Bulkhead Connectors
	M12 Bulkhead Connectors
	Connection Cables - Data
	Field Wireable Connectors - Data
	Connection Cables - Power
	Field Wireable Connectors - Power
	Mini Cordsets
	Mini Patch Cables
	Mini Bulkhead Connectors
	Mini Cordsets and Receptacles Accessories
	M12 and M8 Series Distribution Blocks

