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Touch Screen Specifications
Part Numbers ATM1500T ATM1700T ATM1900T

TOUCH SCREEN (Optional)
Touch Screen Technology 5- Wire Analog Resistive

Interface USB 1.1 and Serial RS-232

Resolution 4096 x 4096

Positional Accuracy
(Maximum Error) 0.18" 0.19"

Positional Accuracy
(Standard Deviation of Error) <0.08"

Screen Finish Anti-Reflective, Surface Durability - 3H
per ASTM D3363

Chemical Resistance Acetone, Methylene Chloride, MEK, Isopropyl Alcohol, Hexane, Turpentine, Mineral Spirits, Unleaded
gasoline, Diesel fuel, Motor oil, Transmission fluid, Antifreeze, vinegar, ammonia-based glass cleaner.

Electrostatic Protection Per EN 61000-4-2, 1995, Withstands
20 discharges up to 15 kV

Expected Life >35,000,000 Activations

Video Modes

Mode Dot Clock
(MHz)

Horizontal Freq
(KHZ)

Vertical Freq
(Hz)

H Sync
Polarity

V Sync
Polarity

Display Modes for
Best Image Quality

640 x 350 @ 70Hz 25.144 31.430 70.000 P N

640 x 400 @ 70Hz 28.287 31.430 70.000 N P

720 x 400 @ 70Hz 28.287 31.430 70.000 N P

640 x 480 @ 60Hz 25.175 31.469 59.940 N N

640 x 480 @ 72Hz 31.500 37.861 59.940 N N

640 x 480 @ 75Hz 31.500 37.500 75.000 N N

800 x 600 @ 56HZ 36.000 35.156 56.250 P P

800 x 600 @ 60Hz 40.000 37.879 60.317 P P

800 x 600 @ 72Hz 50.000 48.077 72.188 P P

800 x 600 @ 75Hz 49.500 46.875 75.000 P P

1024 x 768 @ 60Hz 65.000 48.363 60.005 N N ATM1500/ATM1500T

1024 x 768 @ 70Hz 75.000 56.476 70.070 N P ATM1500/ATM1500T

1024 x 768 @ 75Hz 78.750 60.023 75.030 P P ATM1500/ATM1500T

1280 x 1024 @ 60Hz 108.000 63.981 60.020 P P ATM1700/ATM1700T &
ATM1900/ATM1900T

1280 x 1024 @ 75Hz 135.000 79.976 75.035 P P ATM1700/ATM1700T &
ATM1900/ATM1900T

LCD Monitor Specifications (cont•d)

Supported PC Video Modes

Atlas Industrial Flat Panel PC Monitors

TM
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ATM1900 - 19"
• 19" color TFT LCD display
• SXGA, 1280 x 1024 native resolution
• 16 million colors
• 40,000 hrs backlight life
• Integral 100-240 VAC power supply
• Simplified installation with no studs
• Thin design - only 2.7" behind bezel
• (DVI) Digital Video Inputs
• Accepts analog 15-pin video input

ATM1700 - 17"
• 17" color TFT LCD display
• SXGA, 1280 x 1024 native resolution
• 16 million colors
• 50,000 hrs backlight life
• Integral 100-240 VAC power supply
• Simplified installation with no studs
• Thin design - only 2.6" behind bezel
• (DVI) Digital Video Inputs
• Accepts analog 15-pin video input

ATM1500 - 15"
• 15" color TFT LCD display
• XGA, 1024 x 768 native resolution
• 16 million colors
• 40,000 hrs backlight Life
• Integral 100-240 VAC power supply
• Simplified installation with no studs
• Thin design - only 2.4" behind bezel
• Accepts analog 15-pin video input

ATLASTM Industrial Grade
LCD Monitors

TM

Features
• Optional non-touch or 5-wire

analog resistive touch screen
available

• UL 508 and UL 1604 listed for
Hazardous Locations: Class I,
Division 2, Groups A, B, C, D and
Class II, Division 2, Groups F and G

• NEMA 4/4X/12 front bezel

• RoHS compliant

• Integral 100-240 VAC power supply

• RS-232 and USB support for touch
screen models

• Simplified installation with no
studs

• VESA compliant - all modes up to
SXGA, 16 million colors

• 2-year warranty

ATM1900

ATM1900T
(touch)

ATM1700

ATM1700T
(touch)

ATM1500T
(touch)

ATM1500

$1,695.00

$1,895.00

$1,395.00

$1,595.00

$995.00

$1,195.00

These heavy duty PC monitors offer superb quality at a competitive price.
Their compact size and very thin panel mounted depth (less than 2.75”)
allows them to be used in size restricted projects. And the class I, Div 2
listing makes them ideal for installation in harsh environments found in
many factory automation applications. All sizes are available in non-touch
or with a 5-wire analog resistive touchscreens. There are currently three
sizes, 15”, 17”, and 19”, in this series.

The ATLAS series includes 15” XGA, 17” SXGA, and 19” SXGA LCD moni-
tors. All models come standard with 100-240 VAC input power supplies
and have NEMA 4/4X/12 panel-mountable front bezels. All units provide
Analog Video (VGA) connections, and 5-wire analog resistive touchscreen
“T” models supply connection via either USB or RS-232. 
The ATM1700 and ATM1900 include Digital Video Inputs (DVI) as well.
The entire series is UL/cUL listed, complies with European CE and RoHS
requirements, and is UL approved for Class I and II, Division 2 hazardous
locations.

UL Approved for 
Class I Division 2
Hazardous Locations
Integrated Power Supply

http://www.automationdirect.com/pn/ATM1900T
http://www.automationdirect.com/pn/ATM1700T
http://www.automationdirect.com/pn/ATM1500T
http://www.automationdirect.com/pn/ATM1900
http://www.automationdirect.com/pn/ATM1700
http://www.automationdirect.com/pn/ATM1500
http://www.automationdirect.com/pn/ATM1900
http://www.automationdirect.com/pn/ATM1700
http://www.automationdirect.com/pn/ATM1500
http://www.automationdirect.com/pn/ATM1700
http://www.automationdirect.com/pn/ATM1900
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CUT AWAY
VIEW

100 VAC - 240 VAC INPUT (1.0 Amps Min)

31 2
PIN No. Definition

1 AC Line Input

2 AC Neutral Return

3 Protective Earth Ground

TOP VIEW

FRONT VIEW

ADC P.N. ATM-AC-CON or
PHOENIX CONTACT P.N. 1777992

L  N

Plug Retention Screws

Power
Connection

LabelPE

Display Power
Button

Power
Indicator

DISPLAY POWER

WARNING
Touch Screen is still
active while display

power is off

 M A I N  M E N U
B R I G H T N E S S / C O N T R A S T

1 2 8 0 X 1 0 2 4 6 3 . 9 K H Z / 6 0 H Z

C O L O R
P O S I T I O N
S E T U P
E X I T

R G B

Mounting clip installation
To install the monitor, make a cutout (according to the cutout
diagram for the respective monitor) through one of the walls of
your NEMA enclosure. Next, hold the monitor in place and install
the mounting clips. The monitor uses "U"-shaped clips and a
special gasket to achieve a proper seal. Tighten the clips to the
point where the back of the monitor's bezel just begins to contact
the front of the NEMA enclosure. The use of an adjustable torque
driver is recommended. The screws should be tightened to 8 inch-
pounds. Tighten the clips in a cross pattern to develop an even
pressure on the sealing gasket. DO NOT OVERTIGHTEN AS
DAMAGE CAN RESULT, CAUSING LOSS OF SEALING
INTEGRITY.

Connecting power
The monitor is powered from 100-240 VAC, 50/60 Hz. Power is
connected to the monitor through a removable Phoenix Contact
plug (ADC P.N. ATM-AC-CON or Phoenix Contact P.N. 1777992)
that allows for screw termination of field wiring. The use of 18
AWG or greater (12 AWG maximum wore) wire is recommended.
Connect the field wiring according to the appropriate table below.
After the connections are made, make sure the power cnoconne
screws (the two screws shown in the "Front View" below) are
securely tightened. This will prevent the plug from pulling out.

Setting the On-Screen Display (OSD) controls
The On Screen Display (OSD) controls are used for making adjustments to the monitor's settings and are located on the back of the
monitor. They consist of a single LED and five pushbuttons (functions are described in Chapter 3 of the respective monitor’s Hardware
User’s Guide) located on the Documentation and Driver CD, or downloadable from the Online Documentation area of the
AutomationDirect Web site.

Mounting Clip Diagram

Power Wiring Diagram

OSD Controls
OSD Main Menu Display

Atlas Industrial Flat Panel PC Monitors

http://www.automationdirect.com/pn/ATM-AC-CON
http://www.automationdirect.com/pn/ATM-AC-CON
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Part Number Description Price
ATM-CBL-VGA10 10 ft. 15-pin coaxial VGA cable. Connects any Atlas

monitor to a standard VGA card. <--->

ATM-CBL-VGA25 25 ft. 15-pin coaxial VGA cable. Connects any Atlas
monitor to a standard VGA card. <--->

ATM-CBL-VGA50 50 ft. 15-pin coaxial VGA cable. Connects any Atlas
monitor to a standard VGA card. <--->

ATM-CBL-DV2M
6 ft. (2 meter) DVI (type D) video cable. Connects M1700
and M1900 to a standard DVI-D port. DVI cables provide
a higher bandwidth video interface than the VGA cables.

<--->

ATM-CBL-DV3M
10 ft. (3 meter) DVI (type D) video cable. Connects
M1700 and M1900 to a standard DVI-D port. DVI cables
provide a higher bandwidth video interface than the VGA
cables.

<--->

ATM-CBL-10 10 ft. serial communication cable. Connects Atlas
monitor to std. 9-pin RS-232 port. <--->

ATM-CBL-25 25 ft. serial communication cable. Connects Atlas
monitor to std. 9-pin RS-232 port. <--->

ATM-CBL-50 50 ft. serial communication cable. Connects Atlas
monitor to std. 9-pin RS-232 port. <--->

USB-CBL-AB3 3-ft (0.9 meter) Standard USB 2.0 cable with Standard-A
plug to Standard-B plug. Suitable for all USB devices. <--->

USB-CBL-AB6 6-ft (1.8 meter) Standard USB 2.0 cable with Standard-A
plug to Standard-B plug. Suitable for all USB devices. <--->

USB-CBL-AB10 10-ft (3 meter) Standard USB 2.0 cable with Standard-A
plug to Standard-B plug. Suitable for all USB devices. <--->

USB-CBL-AB15 15-ft (4.6 meter) Standard USB 2.0 cable with Standard-
A plug to Standard-B plug. Suitable for all USB devices. <--->

ATM-AC-CON Replacement Power Wiring Connector for AC Powered
Units. <--->

ATM-CLIP Replacement flat panel mounting clip kit. Package of 16
clips and screws. <--->

ATM-AC-CON

ATM-CLIP

Accessories & Replacement Parts

ATM-CBL-VGA10 ATM-CBL-VGA25

ATM-CBL-VGA50 ATM-CBL-DV2M

ATM-CBL-DV3M ATM-CBL-10

ATM-CBL-25 ATM-CBL-50

USB-CBL-AB3

USB-CBL-AB6

USB-CBL-AB10

USB-CBL-AB15

Atlas PC Monitor Accessories

http://www.automationdirect.com/pn/ATM-CBL-VGA10
http://www.automationdirect.com/pn/ATM-CBL-VGA25
http://www.automationdirect.com/pn/ATM-CBL-VGA50
http://www.automationdirect.com/pn/ATM-CBL-VGA10
http://www.automationdirect.com/pn/ATM-CBL-VGA25
http://www.automationdirect.com/pn/ATM-CBL-VGA50
http://www.automationdirect.com/pn/ATM-CBL-DV2M
http://www.automationdirect.com/pn/ATM-CBL-DV3M
http://www.automationdirect.com/pn/USB-CBL-AB10
http://www.automationdirect.com/pn/USB-CBL-AB15
http://www.automationdirect.com/pn/ATM-CBL-DV2M
http://www.automationdirect.com/pn/ATM-CBL-DV3M
http://www.automationdirect.com/pn/USB-CBL-AB10
http://www.automationdirect.com/pn/USB-CBL-AB15
http://www.automationdirect.com/pn/USB-CBL-AB3
http://www.automationdirect.com/pn/USB-CBL-AB6
http://www.automationdirect.com/pn/USB-CBL-AB3
http://www.automationdirect.com/pn/USB-CBL-AB6
http://www.automationdirect.com/pn/ATM-CBL-10
http://www.automationdirect.com/pn/ATM-CBL-25
http://www.automationdirect.com/pn/ATM-CBL-50
http://www.automationdirect.com/pn/ATM-AC-CON
http://www.automationdirect.com/pn/ATM-AC-CON
http://www.automationdirect.com/pn/ATM-CBL-10
http://www.automationdirect.com/pn/ATM-CBL-25
http://www.automationdirect.com/pn/ATM-CBL-50
http://www.automationdirect.com/pn/ATM-CLIP
http://www.automationdirect.com/pn/ATM-CLIP

