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Product Dimensions and Installation

I/O ModuleCPU Module
Power Supply

Module

Connecting the Modules
Together
CLICK CPUs, I/O modules and power
supplies connect together using the exten-
sion ports that are located on the side
panels of the modules (no PLC back-
plane/base required).

1.  Remove extension port covers and slide 
the latch tabs forward.

2. Align the module pins and connection
plug, and press the I/O module onto the
right side of the CPU.

3. Slide the latch tabs backward to lock the
modules together.

Mounting
The CLICK PLC system, which includes the
CLICK power supplies, CPU modules, and
I/O modules, can be mounted in one of
two ways.

1. DIN rail mounted 
2. Surface mounted  using  the built-in

upper and lower mounting tabs.

Unit Dimensions
These diagrams show the outside dimen-
sions of the CLICK power suppy, CPU,
and I/O modules. The CLICK PLC system
is designed to be mounted on standard
35mm DIN rail, or it can be surface
mounted.

Allow proper spacing from other 
components within an enclosure.

Maximum system:

Power Supply + CPU + 8 I/O modules.
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DIN Rail Mounting

Connecting Modules

Surface Mounting

Supports up to eight I/O modules

Latch tabs

Dimensions in inches [millimeters]
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Unit Dimensions
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