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P3-550 CPU Module

P3-550 <--->
The P3-550 is a full-featured, high-
performance CPU. Features include a 4
line x 10 character LCD and seven
communications ports which support
USB, Ethernet and serial devices.

Each Productivity3000 system requires
one CPU module mounted in the con-
troller slot in the first base of the local
base group. The CPU stores and exe-
cutes the user’s program.

The system can be expanded with the
P3-RS or P3-EX modules. The local,
expansion, and remote I/O are
assigned preconfigured or user-defined
tagnames which can be easily refer-
enced in the ladder logic program.  

USB 2.0 (Type A) Port
- USB Flash Drive
  data logger 
- Project Transfer

USB 2.0 (Type B) Port
- Programming
- Online monitoring

10/100 MB Ethernet Port
- Programming
- Online monitoring
- Email (SMTP client) 
- Modbus TCP Client 
  and Server

Local Ethernet Network
- GS Series drives
- Remote IO

RS-485 Serial Port  
(TB Style) 
- Modbus/ASCII 

(master peripheral device  
or multiple slave devices)  
using the same protocol  
 

USB 2.0 (Type A) Port
Local expansion bases
(connect up to 4 expansion)
bases per base group

RS-232 Serial Port (RJ12)
- Modbus/ASCII 

(master or slave) 
peripheral device

CPU Status Indicators

LCD
- 4 x 10 character 
- 8 control buttons
- User defined messages
- User adjustable settings
- PAC system errors / 

information

CPU Run/Stop Switch
RUN position Executes user program, run-time edits possible

STOP position Does not execute user program, normal program load

position

CPU Status Indicators
PWR Green LED is illuminated when power is on

RUN Green LED is illuminated when CPU is in

RUN mode

CPU Red LED is illuminated during power on

reset, power down, or watch-dog time-out.
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P3-550 CPU Module - Communications
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Pin # Signal
G  GND
–  TXD-/RXD- 
+  TXD+/RXD+   

Removable

connector

included

RS-485 Port Specifications
Port Name RS-485

Description Non-isolated RS-485 port connects the CPU as a

Modbus/ASCII master or slave to a peripheral

device. Includes ESD/EFT protection and automatic

echo cancellation when transmitter is active. 

Data Rates
Selectable, 1200, 2400, 9600, 19200, 33600, 38400,

57600, and 115200.

TXD+/RXD+ RS-485 transceiver high

TXD-/RXD- RS-485 transceiver low

GND Logic ground

Input Impedance 19K �

Maximum load 50 transceivers, 19K � each, 60 � termination

Output Short Circuit

Protection
+/- 250mA, thermal shut-down protection

Electrostatic Discharge

Protection
+/-8KV per IEC1000-4-2

Electrical Fast Transient

Protection
+/-2KV per IEC1000-4-4.

Minimum Differential

Output Voltage
1.5V with 60 � load

Fail safe inputs Logic high input state if inputs are unconnected 

Maximum Common Mode

Voltage
-7.5V to 12.5V.

Port Status LED Green LED illuminated when active for TXD and RXD

Cable Options Recommend Belden #9841 or equivalent

Port Specifications 
RS-485 Port
A 3-pin removable terminal block 
used for:

• Modbus RTU Master connections
• Modbus RTU Slave connections
• ASCII Incoming and Outgoing communica-
tions

• Custom Protocol Incoming and Outgoing
communications

Removable connector included. Spare
connectors available (part no. 
P3-RS485CON).


